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Body 
------------------------------------------------------------------------------------------- 
Attached are copies of revisions to Volume I, Chapter IV, Section 4-05; and  
Volume II, Chapter VIII, Sections 8-03 and 8-04. 
 
Section 4-05 - The entire section format and writings have been changed and  
should be reviewed in its entirety. Geometric design pertaining to auxiliary  
lanes, islands and turning radii that was previously removed from Section  
8-02 has been incorporated into this section. 
 
Figure 4-05.1 - All details concerning low profile curb have been removed  
from drawing. "L" dimension has been removed from drawing and been replaced  
with 90 feet minimum. The 10 foot dimension for the taper intersection with  
the radius of curve has been changed to 6 feet. 
 
Figure 4-05.2 - The 10 foot dimension showing the auxiliary lane width has  
been changed to read "WL". The design criteria chart and the legend has  
been changed to reflect the "WL" dimension change on the drawing. 
 
Figure 4-05.3 - Has been replaced with a new drawing entitled, "Transitions 
for Left Turn Lane (50 and 60 mph Design) with Flush Median". The use of  
three centered curves has been discontinued. 
 
Section 8-03.2(1) - Standard sheet size for plans change to read 22 inches by  
34 inches. 
 
Section 8-03.2(2) - special sign sheet does not have to be on mylar. 
 
Section 8-03.3(2) - "Drawing 606.00 of" has been removed. 
 
Section 8-03.3(3) - The first sentence is changed to read as follows: 



"Overhead aluminum and steel span type trusses and butterfly and cantilever 
type trusses are shown on the standard plans and used for mounting signs  
over freeways and ramps of Interstate highways where warranted". 
 
Section 8-03.3(4) - the first sentence is changed to read as follows: 
Overhead span type, cantilever type and butterfly type sign supports are  
shown on the standard plans and are used for mounting signs over highways  
other than Interstate systems. 
 
Sections 8-03.4, 8-03.5, and 8-03.7 - have several items removed and several  
items added. Each section should be reviewed in its entirety to ensure  
compliance with the changes. 
 
Section 8-04 - has been added to the Design Manual to enhance the Traffic  
Control Plan (TCP) for each project. This section should be studied closely  
to ensure that a correct TCP is submitted with each project. 
 
Figures 8-04.1 to 8-04.12 - have been moved from Section 4-09. A letter  
reflecting these changes will be submitted at a later date. 
 
Figure 8-04.13 - is a new figure showing the use of sand filled modules. 
 
 
 


