
Design Standards Letter 

 
Letter Number: D-1996-05 
 
Letter Date: 06/13/1996 
 
Effective Date: 06/13/1996 
 
Section/Plan No.: D4-09, D4-07.3, D4-07.4, D6-03.11, D6-03.12, DM4-04.6, DM6-03.4, 
DM6-03.8 
 
Subject: Revisions to Section 4-09, Figures 4-07.3, 4-07.4, 6-03.11 and 
6-03.12. Figures M4-04.6, M6-03.4, M6-03.7 and M6-03.8 (Metric versions 
only). 
 
Body 
------------------------------------------------------------------------------------------- 
Enclosed are English and Metric revisions and additions to the Design Division's Policy, 
Procedure and Design Manual for the above noted section and figures. Revisions are 
summarized as follows: 
 
Contents, Volume I. Revision date changed to 6-13-96 for the Contents sheet and Section 
4-09. 
 
Table of Contents, Chapter IV. Revision date changed to 6-13-96. 
 
Subsection 4-09.1(1) was deleted and the remaining subsections in 4-09.1 were renumbered 
accordingly. 
 
Figure M4-04.6. Revision date changed to 6-13-96. 
 
The cross-hatching on this figure was inadvertently switched during the conversion process. 
The cross-hatching now matches the English version. 
 
Figures 4-07.3 and 4-07.4. Revision date changed to 6-13-96. 
 
These figures were changed to reflect new pavement design dimensions. Also, longitudinal 
joint locations were updated. 
 
Section 4-09, Miscellaneous. Revision date changed to 6-13-96. 
 
Subsection 4-09.1(1) was deleted. This subsection is outdated and inconsistent with 
Standard Plan 609.40. 
 
Figures 6-03.4, 6-03.7 and 6-03.8. Revision date change to 6-13-96. 



 
Figure 6-03.4 changed the way the Type A1 shoulder to look as it does in the English 
version. 
 
Figure 6-03.7 changed the 360 mm of NRPCCP to 300 mm. 
 
Figure 6-03.8 changed the 425 mm of NRPCCP to 350 mm. 
 
Figures 6-03.11 and 6-03.12. Revision date changed to 6-13-96. 
 
Figure 6-03.11 corrected "Rock Fill Base" to "Rock Base". 
 
Figure 6-03.12 deleted note that referenced non-tied shoulders and created a column titled 
"WITHOUT TIED SHOULDERS..." showing the additional 1" pavement thickness required 
for non-tied shoulders. Also added 1,500,000 ESAL with corresponding pavement 
thickness. 
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