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Subject: Computer Stored Bid Items (English and Metric) 
 
Body 
------------------------------------------------------------------------------------------- 
The attached computer stored bid item catalogue contains English and Metric bid items 
added, revised or deleted since the August 17, 1995 Design Manual letter was distributed. 
New Metric and English Specification Books have been distributed effective September, 
1996 and October, 1996 respectively. The extensive specification revisions and new 
specification sections contained in the 1996 Specification Books has resulted in a great 
many changes in the bid item catalogue. 
 
The following additions, deletions and revisions are effective with the effective date of each 
Specification Book. 
 
Below is a brief summary of the additions, deletions and revisions. 
 
Additions (Airport): 
 
002-02.20 - Airport Grubbing 
002-20.60 - Airport Class A Excavation 
002-22.30 - Airport Compacting in Cut 
002-22.40 - Airport Linear Grading - Class 1 
002-50.25 - Airport Temporary Berms (Type B) 
002-50.70 - Airport Sediment Removal 
003-60.10 - Airport Aggregate Surfacing (Crushed Stone B) 
005-01.15 - 5 in. Airport Concrete Pavement 
005-01.25 - 6 in. Airport Concrete Pavement 
005-01.35 - 7 in. Airport Concrete Pavement 
005-01.45 - 8 in. Airport Concrete Pavement 
005-01.55 - 9 in. Airport Concrete Pavement 
006-01.40 - Airport Temporary Marking and Barricades 
006-10.50 - 5 Strand Barbed Wire Fence (12 1/2 gage) 
006-11.50 - 16 ft. Wide, Single Swing Farm Gate 
006-80.10 - Airport Rock Lining 
006-90.10 - Aircraft Tie-Down Anchors 



 
 
007-13.10 - Airport Geocomposite Pavement Edge Drain (12 in.) 
007-13.20 - Airport Geocomposite Pavement Edge Drain (18 in.) 
007-14.10 - Airport Outlet Pipes and Splash Pads 
008-60.12 - Airport Type 2 or Type 3 Mulch 
009-13.40 - Segmented Circle 
009-20.11 - Airport Type 1 Cable Trench 
009-20.12 - Airport Type 2 Cable Trench 
009-20.60 - Underground Cable (1/C, #8 AWG, 5KV) 
009-20.70 - Underground Cable (1/C, #6 AWG, 600V) 
009-21.30 - 2-4 in. Concrete Encased Electrical Duct 
009-35.10 - Electrical Vault Enclosure, Regulators and Controls 
009-42.21 - Threshold Lights, Medium Intensity, Base Mounted 
 
Revisions (Airport): 
 
002-50.10 - Unit and Type revised to "0.1" and "Acre". 
004-70.30 - Description revised to Airport Prime-Liquid Asphalt (RC-70 or MC-30). 
006-01.20 - Type is revised to "Lump Sum". 
006-30.10 - Unit revised to "10.0" and reference to Access Road added to description. 
006-32.20 - Unit revised to "1.0" and description revised for Access Road Cover 
Aggregate Grade 1. 
006-30.30 - Unit revised to "1.0" and description revised for Access Road Cover 
Aggregate Grade 2. 
009-41.20 - Description revised to include "(clear/yellow)" color. 
009-41.50 - Description revised to include "(clear/yellow)" color. 
009-42.20 - Description revised to add "stake mounted (red/green)". 
 
Additions (Roadway and Bridge): 
 
English Items 
 
206-47.00 - Grannular Backfill (Culverts-Bridge) 
206-47.50 - Grannular Backfill (Culverts) 
 
206-60.02 - Items 206-60.02 thru 206-60.12 are Bridge items for intermediate bent 
206-60.03 - cofferdams. 
206-60.04 
206-60.05 
206-60.06 
206-60.07 
206-60.08 
206-60.09 
206-60.10 
206-60.11 



206-60.12 
 
301-60.17 - Items 301-60.17 and 301-60.27 are added items for performance graded 
301-60.27 asphalt cement for Bituminous Base. 
 
302-13.11 - This item for Stabilized Permeable Base using performance graded asphalt is 
added because a new Section 302, Stabilized Permeable Base, is included in the 1996 
Specification Book. The 309 bid item for Stabilized Permeable Base is deleted. 
 
303-06.10 - Placing Rock Base (2 ft. thick) 
303-60.20 - Furnishing and Placing Rock Base (2 ft. thick). These items are added because a 
new Section 303, Rock Base, is included in the 1996 Specification Book. The 304 bid items 
for Rock Fill Base are deleted. 
 
306-10.10 - This item for Modified Subgrade is added because a new Section 306, Modified 
Subgrade, is added to the 1996 Specification Book. 
 
401-11.10 - Items 401-11.10 and 401-11.11 are added for performance graded 
401-11.11 asphalt cement for Bituminous Pavement. 
 
402-11.10 - Items 402-11.10 and 402-11.11 are added items using performance graded 
402-11.11 asphalt cement for surface leveling. 
 
403-11.35 - Items 403-11.35 thru 403-11.46 at the left are bid items added for Type A 
403-11.36 Mixes to provide for performance graded asphalt cement. 
403-11.45 
403-11.46 
 
403-50.11 - Items 403-50.11 thru 403-81.23 at the left are bid items added for I-C, I-B  
403-81.11 mixes to provide for performance graded asphalt cement. 
403-81.20 
403-81.21 
403-81.22 
403-81.23 
 
403-83.11 - Items 403-83.11 and 403-83.13 at the left are bid items added for 1.75 in. 
403-83.13 Type I-C Mix to provide for performance graded asphalt cements. 
 
403-84.10 - Items 403-84.10 thru 403-84.25 at the left are bid items added for 
403-84.11 Superpave Mixes using only performance graded asphalt cement and 
403-84.12 mineral aggregate. 
403-84.13 
403-84.14 
403-84.15 
403-84.20 
403-84.22 



403-84.24 
403-84.25 
 
403-89.90 - Items 403-89.90 thru 403-89.99 at the left are bid items added for SMA 
403-89.91 Mixes to provide for performance graded asphalt cement. 
403-89.98 
403-89.99 
 
403-90.76 - Items 403-90.76 thru 403-90.79 at the left are bid items added for Joplin 
403-90.77 Flint Chat Mixes to provide for performance graded asphalt cements. 
403-90.78 
403-90.79 
 
403-91.22 - Items 403-91.22 thru 403-91.25 at the left are bid items added for 
403-91.23 Limestone-Porphyry Mixes to provide for performance graded asphalt 
403-91.24 cement. 
403-91.25 
 
403-91.32 - Items 403-91.32 thru 403-91.35 at the left are bid items added for Steel 
403-91.33 Slag Mixes to provide for performance graded asphalt cement. 
403-91.34 
403-91.35 
 
403-91.62 - Items 403-91.62 thru 403-91.65 at the left are bid items added for 
403-91.63 Limestone-Steel Slag Mixes to provide for performance graded asphalt 
403-91.64 cement. 
403-91.65 
 
612-20.16 - Adds a bid item for Impact Attenuator (16 Sand Barrels) 
612-20.19 - Adds a bid item for Impact Attenuator (19 Sand Barrels) for 70 mph design 
speed. 
 
616-11.00 - Adds a bid item for solar powered changeable message sign, contractor 
furnished, Commission retained. 
 
621-46.00 - Adds a bid item for Flowable Backfill because new Section 621, Flowable 
Backfill, is added to the 1996 Specification Book. 
 
The flowable backfill bid items previously listed in Section 206 bid items have been deleted.
 
622-10.10 - Adds a bid item for surface removal of existing bituminous pavement by 
coldmilling. 
622-10.11 - Adds a bid item for surface removal of concrete pavement by coldmilling. 
622-20.10 - Adds a bid item for bituminous pavement driving surface removal by 
coldmilling. 
622-30.10 - Adds a bid item for diamond grinding of concrete pavements. 



622-40.10 - Adds a bid item for modified coldmilling (depth transitions). 
 
The 622 bid items replace the coldmilling bid items listed in Section 202 bid items, because 
a new Section 622, Pavement Surface Texturing and Removal, is added to the 1996 
Specification Book. 
 
703-40.40 - Adds a Bridge bid item for Class B-1 Concrete (Culverts-Bridge). 
703-40.41 - Adds a bid item for Class B-1 Concrete (Culverts). 
703-46.00 - Adds a Bridge item for Curb Blockouts. 
 
732-20.12 - Bid Items 732-20.12 thru 732-20.54 at the left are bid items added for 
732-20.15 payment of Beveled Pipe End Treatments for pipe diameters from 12 inch 
732-20.18 thru 54 inches. These bid items are to be used in conjunction with the new 
732-20.21 Standard Plan 732.05, Beveled Pipe End Treatment. 
732-20.24 
732-20.27 
732-20.30 
732-20.33 
732-20.36 
732-20.42 
732-20.48 
732-20.54 
 
901-13.30 - Adds a lighting bid item for 1000 watt high pressure sodium luminares for high 
mast lighting. 
901-30.02 - Adds a lighting bid item for 2 inch rigid conduit in trench. 
901-30.03 - Adds a lighting bid item for 3 inch rigid conduit in trench. 
901-30.04 - Adds a lighting bid item for 4 inch rigid conduit in trench. 
901-30.05 - Adds a lighting bid item for 5 inch rigid conduit in trench. 
901-35.02 - Adds a lighting bid item for 2 inch rigid conduit in trench. 
901-35.03 - Adds a lighting bid item for 3 inch rigid conduit in trench. 
 
901-40.03 - Adds a lighting bid item for 3 inch rigid conduit to be pushed. 
901-40.04 - Adds a lighting bid item for 4 inch rigid conduit to be pushed. 
901-40.05 - Adds a lighting bid item for 5 inch rigid conduit to be pushed. 
901-45.02 - Adds a lighting bid item for 2 inch rigid conduit for external placement on 
structures. 
901-45.03 - Adds a lighting bid item for 3 inch rigid conduit for external placement on 
structures. 
901-45.04 - Adds a lighting bid item for 4 inch rigid conduit for external placement on 
structures. 
 
901-70.00 - Adds a lighting bid item for cable, 0 AWG, 1 Conductor 
901-70.01 - Adds a lighting bid item for cable, 1 AWG, 1 Conductor 
901-70.03 - Adds a lighting bid item for cable, 3 AWG, 1 Conductor 
901-72.00 - Adds a lighting bid item for wire, 0 AWG, Bare Neutral 



901-72.01 - Adds a lighting bid item for wire, 1 AWG, Bare Neutral 
901-72.03 - Adds a lighting bid item for wire, 3 AWG, Bare Neutral 
 
901-94.00 - Adds a lighting bid item for Temporary Lighting. 
 
902-42.82 - Adds a signal bid item for a double, 8 phase NEMA Controller Assembly 
Housing. 
 
902-49.60 - Adds a signal bid item for an Induction Probe Detector. 
902-49.65 - Adds a signal bid item for a Microwave Detector. 
902-49.70 - Adds a signal bid item for an Ultrasonic Detector. 
902-63.00 - Adds a signal bid item for 3 inch median conduit. 
902-82.01 - Adds a signal bid item for 1 AWG, 1 Conductor Power Cable. 
902-82.03 - Adds a signal bid item for 3 AWG, 1 Conductor Power Cable. 
902-94.01 - Adds a signal bid item for Temporary Traffic Signals and Lighting. 
 
903-20.10 - Adds a signing bid item for a 250 watt sign lighting fixture. 
903-20.20 - Adds a signing bid item for a 400 watt sign lighting fixture. 
903-30.00 - Adds a signing bid item for 10 AWG, 1 Conductor Pole and Bracket Cable. 
 
Revisions (Roadway and Bridge): 
 
English: 
 
712-11.11 - Revises the description of Grade A-572 Fabricated Structural Steel to A709, 
Grade 50 to agree with the 1996 Specification Book. 
712-11.13 - Revises the description of Grade A-588 Fabricated Structural Steel to A709, 
Grade 50W to agree with the 1996 Specification Book. 
 
712-11.21 - Revises the description of Grade A-572 Fabricated Structural Steel to A709, 
Grade 50 to agree with the 1996 Specification Book. 
712-11.22 - Revises the description of Grade A-588 Fabricated Structural Steel to A709, 
Grade 50W to agree with the 1996 Specification Book. 
712-11.51 - Revises the description of Grade A-572 Fabricated Structural Steel to A709, 
Grade 50 to agree with the 1996 Specification Book. 
712-11.52 - Revises the description of Grade A-588 Fabricated Structural Steel to A709, 
Grade 50W to agree with the 1996 Specification Book. 
 
808-05.04 - Revises the description to Redosier Dogwood. 
 
902-75.02 - Revises the description to conduit, 2 inch, external on structure. 
902-75.04 - Revises the description to conduit, 3 inch, external on structure. 
902-75.06 - Revises the description to conduit, 4 inch, external on structure. 
 
Deletions: (Roadway and Bridge) 
 



English 
 
202-40.10 - 202 Coldmilling and Diamond Grinding bid items at the left are deleted 
202-40.20 because items are covered in new Section 622 of Specification Book and 
202-40.50 new 622 items are added. 
202-40.60 
 
206-46.00 - 206 bid item for "Flowable Backfill" is deleted because items are covered in 
new Section 621 of Specification Book and new 621 items are added. 
 
304-03.01 - Deletes the 304 bid items at the left for "Type 3 Aggregate for Base", since 
304-03.02 Type 3 bases are no longer to be used. 
304-03.43 
 
304-06.10 - Deletes the 304 bid items at the left for "Rock Fill Base" because new 
304-06.20 Section 303, Rock Base, is added to the 1996 Specification Book. New 303 bid 
items for "Rock Base" are added. 
 
308-20.40 - Deletes the 308 bid items at the left for "Processing". 
308-20.50 
 
309-13.11 - Deletes the 309 bid item for "Stabilized Permeable Base" because new Section 
302, Stabilized Permeable Base, is added to the 1996 Specification Book. New 302 bid 
items for Stabilized Permeable Base are added. 
 
311-10.00 - Deletes bid item for "Processing Aggregate Surfacing". 
 
 
402-10.34 - Deletes the bid item for "Surface Leveling" using AC-10 or AC-5 asphalt 
cement. 
 
403-10.25 - Deletes the bid items at the left for Type B and Type C mixes since they 
403-10.26 are no longer to be used. 
403-10.27 
 
403-11.11 - Deletes bid items at the left using only AC-20 or AC-10 asphaltic cements. 
403-11.21 
 
403-11.23 - Deletes the bid items at the left for all Type B and Type C mixes since 
403-11.24 they are no longer to be used. 
403-11.28 
403-11.29 
403-12.10 
 
403-90.52 - Deletes the bid items at the left for porphyry mixes. 
403-91.50 
403-91.51 



 
611-70.10 - Deletes the 711 bid items at the left for Geotextile Fabric since a new 
611-70.20 Section 624, Geotextile Construction, and new 624 bid items have been added for 
Geotextile Fabric. 
 
613-20.02 - Deletes the bid item for Type 3 Aggregate for pavement repair. 
 
712-11.53 - Deletes the bid item for Grade A-517 Low Alloy Fabricated Structural Steel. 
 
901-10.31 - Deletes lighting bid items at the left for Type AT Poles with Photo. 
901-10.41 Control and Switch. 
901-10.61 
901-10.63 
901-10.65 
901-10.67 
901-10.69 
901-10.71 
901-10.73 
 
901-20.10 - Deletes lighting bid items at the left for pad mounted substations. 
901-20.15 
901-20.25 
901-20.37 
 
 
901-20.50 
 
901-21.05 - Deletes lighting bid items at the left for pole mounted substations. 
901-21.07 
901-21.10 
901-21.15 
901-21.25 
901-21.37 
901-21.50 
 
901-22.12 - Deletes lighting bid items for pole mounted control stations. 
901-22.15 
901-22.16 
901-22.17 
901-22.18 
901-22.19 
901-22.20 
901-22.21 
901-22.22 
901-22.23 
901-22.24 



 
901-22.25 - Deletes lighting bid item for base mounted control station. 
 
901-31.50 - Deletes lighting bid items at the left for rigid steel conduit in trench. 
901-32.00 
901-32.50 
901-33.00 
 
901-33.50 
901-34.00 
901-35.00 
 
901-41.00 - Deletes lighting bid item for Type II Asbestos Cement Conduit. 
 
901-41.50 - Deletes lighting bid items at the left for rigid steel conduit, pushed. 
901-42.00 
901-42.50 
901-43.00 
901-43.50 
901-44.00 
901-45.00 
 
 
 
901-73.01 - Deletes lighting bid items at the left for cable conduit. 
901-73.02 
901-73.03 
901-73.04 
901-73.05 
901-73.06 
901-73.07 
901-73.08 
901-73.09 
901-73.10 
901-73.11 
901-73.12 
901-73.13 
901-73.14 
901-73.15 
901-73.16 
901-73.17 
901-73.18 
901-73.19 
901-73.20 
901-73.21 
901-73.22 



901-73.23 
901-73.24 
901-73.25 
901-73.26 
901-73.27 
901-73.28 
901-73.29 
901-73.30 
901-73.31 
901-73.32 
 
901-74.06 - Deletes lighting bid items at the left for cable conduit with bare neutral. 
901-74.09 
901-74.10 
901-74.12 
901-74.13 
901-74.14 
901-74.15 
901-74.16 
901-74.17 
901-74.18 
 
 
901-74.19 
901-74.20 
901-74.21 
901-74.22 
901-74.23 
901-74.24 
901-74.25 
901-74.26 
901-74.27 
901-74.28 
901-74.29 
901-74.30 
901-74.31 
901-74.32 
 
901-75.05 - Deletes lighting bid items for primary conductor cable. 
901-75.15 
 
902-41.80 - Deletes signal bid items for Type 170 Software. 
902-41.81 
 
902-88.03 - Deletes signal bid item for splice boxes. 
 



903-11.10 - Deletes signing bid items at the left for rigid steel conduit, in trench. 
903-22.00 
903-22.50 
903-23.00 
 
903-31.50 - Deletes signing bid items at the left for rigid steel conduit, pushed. 
903-32.00 
903-32.50 
903-33.00 
 
903-40.02 - Deletes signing bid items at the left for 1 conductor cable. 
903-40.04 
903-40.06 
903-40.08 
 
 
 
903-41.01 thru - Deletes signing bid items at the left for cable conduit. 
903-41.32 
 
903-42.01 thru- Deletes signing bid items at the left for cable conduit with bare neutral 
903-42.32 wire. 
 
 
Additions (Roadway and Bridge) 
 
Metric Items 
 
206-48.00 - Adds a bid item for Grannular Backfill for Culverts. This is a Bridge item. 
206-48.50 - Adds a bid item for Grannular Backfill for Culverts. This is a Roadway item. 
 
301-60.19 - Bid items 301-60.19 and 301-60.29 are added to provide performance 
301-60.29 graded asphalt cement for Bituminous Base. 
 
302-20.11 - This item for Stabilized Permeable Base using performance graded asphalt 
cement and is added because a new Section 302, Stabilized Permeable Base, is included in 
the 1996 Metric Specification Book. The 309 bid item for Stabilized Permeable Base is 
deleted. 
 
303-06.15 - Adds a 303 bid item for Placing Rock Base (.6 m thick). 
303-06.25 - Adds a 303 bid item for Furnishing and Placing Rock Base (.6 m thick). These 
items are added because a new Section 303, Rock Base, is included in the 1996 Metric 
Specification Book. 304 bid items for Rock Fill Base are deleted. 
 
306-10.20 - Adds a bid item for Modified Subgrade because a new Section 306, Modified 
Subgrade, is added to the 1996 Metric Specification Book. 
 



401-11.12 - Items 401-11.12 and 401-11.13 are added items using performance graded 
401-11.13 asphalt cements for Bituminous Pavement. 
 
402-11.12 - Items 402-11.12 and 402-11.13 are added items using performance graded 
402-11.13 asphalt cement for Surface Leveling. 
 
403-20.11 - Items 403-20.11 thru 403-20.22 at the left are bid items added using 
403-20.15 performance graded asphalt cement in Type A mixes. 
403-20.21 
403-20.22 
 
 
403-40.21 - Items 403-40.21 thru 403-81.27 at the left are bid items added using 
403-50.13 performance graded asphalt cement in Type I-C, I-B Mixes. 
403-81.24 
403-81.25 
403-81.26 
403-81.27 
 
403-83.12 - Items 403-83.12 and 403-83.14 are bid items added using performance 
403-83.14 graded asphalt cement in 45 mm thick Type I-C Mixes. 
 
403-84.30 - Items 403-84.30 thru 403-84.43 at the left are bid items added using only 
403-84.31 performance graded asphalt cement for Superpave Mixes. Mineral  
403-84.32 Aggregate bid items are added for Superpave Mixes. 
403-84.33 
403-84.34 
403-84.35 
403-84.40 
403-84.42 
403-84.43 
 
403-85.11 - Items 403-85.11 thru 403-85.14 at the left are bid items added using 
403-85.12 performance graded asphalt cement for SMA Mixes. 
403-85.13 
403-85.14 
 
403-95.11 - Items 403-95.11 thru 403-95.18 at the left are bid items added using 
403-95.16 performance graded asphalt cement in Limestone-Porphry Mixes. 
403-95.17 
403-95.18 
 
403-95.26 - Items 403-95.26 thru 403-95.33 at the left are bid items added using 
403-95.31 performance graded asphalt cement in Steel Slag Mixes. 
403-95.32 
403-95.33 



 
403-95.71 - Items 403-95.71 thru 403-95.76 at the left are bid items added using 
403-95.72 performance graded asphalt cement in Limestone-Steel Slag Mixes. 
403-95.73 
403-95.76 
 
403-95.86 - Items 403-95.86 thru 403-95.93 at the left are bid items added using 
403-95.91 performance graded asphalt cement in Joplin Flint Chat Mixes. 
403-95.92 
403-95.93 
 
612-25.06 - Items 612-25.06 thru 612-25.19 at the left are added for Metric Impact 
612-25.07 Attenuators (Sand Barrels). 
612-25.08 
612-25.11 
612-25.12 
612-25.14 
612-25.17 
612-25.19 
 
621-46.05 - Bid item added for Flowable Backfill because a new Section 621, Flowable 
Backfill, is added to the 1996 Metric Specification Book. Flowable Backfill Item 206-45.05 
has been deleted. 
 
622-10.12 - Adds a metric bid item for surface removal of existing concrete pavement by 
coldmilling. 
 
622-10.15 - Adds a metric bid item for surface removal of existing bituminous pavement by 
coldmilling. 
622-20.15 - Adds a metric bid item for coldmilling the driving surface on bituminous 
pavements. 
622-30.20 - Adds a metric bid item for Diamond Grinding of concrete pavements. 
622-40.20 - Adds a metric bid item for Modified Coldmilling (Depth Transitions). 
 
The 622 bid items replace the Coldmilling bid items listed in Section 202 bid items because 
a new Section 622, Pavement Surface Texturing and Removal, is added to the new 1996 
Metric Specification Book. 
 
624-70.15 - Adds a metric bid item for Geotextile Fabric (Slide Repair). 
624-70.25 - Adds a metric bid item for Erosion Control Geotextile. 
 
The 624 bid items for geotextile are added because a new Section 624, Geotextile 
Construction, is added to the 1996 Metric Specification Book. 611 bid items for geotextile 
have been deleted. 
 
703-43.15 - Adds a Bridge bid item for Safety Barrier Curb. 



703-43.16 - Adds a Bridge bid item for Slab and Safety Barrier Curb on Concrete I-Girder. 
703-43.17 - Adds a Bridge bid item for Slab and Safety Barrier Curb on Steel. 
 
703-46.50 - Adds a Bridge item for Curb Blockouts. 
 
 
 
 
732-30.10 - Bid items 732-30.10 thru 732-30.21 are added for payment of Beveled 
732-30.11 Pipe End Treatments for Pipe Diameters from 300 mm to 1350 mm.  
732-30.12 These bid items are to be used in conjunction with the new Metric  
732-30.13 Standard Plan M732.05, Beveled Pipe End Treatment. 
732-30.14 
732-30.15 
732-30.16 
732-30.17 
732-30.18 
732-30.19 
732-30.20 
732-30.21 
 
901-30.12 - Adds lighting bid item for 50 mm rigid conduit, in trench. 
901-30.13 - Adds lighting bid item for 75 mm rigid conduit, in trench. 
901-30.14 - Adds lighting bid item for 100 mm rigid conduit, in trench. 
901-30.15 - Adds lighting bid item for 125 mm rigid conduit, in trench. 
 
901-35.12 - Adds lighting bid item for 50 mm rigid conduit, in median. 
901-35.13 - Adds lighting bid item for 75 mm rigid conduit, in median. 
 
901-40.13 - Adds lighting bid item for 75 mm rigid conduit, in pushed. 
901-40.14 - Adds lighting bid item for 100 mm rigid conduit, in pushed. 
901-40.15 - Adds lighting bid item for 125 mm rigid conduit, in pushed. 
 
901-45.12 - Adds a lighting bid item for 50 mm rigid conduit, external on structure. 
901-45.13 - Adds a lighting bid item for 75 mm rigid conduit, external on structure. 
901-45.14 - Adds a lighting bid item for 100 mm rigid conduit, external on structure. 
 
901-61.13 - Adds a lighting bid item for Class 1, Preformed Pull Box. 
901-61.14 - Adds a lighting bid item for Class 2, Preformed Pull Box. 
901-61.15 - Adds a lighting bid item for Class 3, Preformed Pull Box. 
901-61.22 - Adds a lighting bid item for Standard, Concrete Pull Box. 
901-61.23 - Adds a lighting bid item for Double, Concrete Pull Box. 
 
901-70.10 - Adds a lighting bid item for 70 mm2, 1 Conductor Cable. 

901-70.11 - Adds a lighting bid item for 50 mm2, 1 Conductor Cable. 

901-72.10 - Adds a lighting bid item for 70 mm2 wire with Bare Neutral. 



901-72.11 - Adds a lighting bid item for 50 mm2 wire with Bare Neutral. 
 
902-63.05 - Adds a signal bid item for 75 mm conduit, in median. 
 
902-82.11 - Adds a signal bid item for 50 mm2, 1 Conductor Power Cable. 
 
 
902-88.13 - Adds a signal bid item for Preformed Class 1 Pull Box. 
902-88.14 - Adds a signal bid item for Preformed Class 2 Pull Box. 
902-88.15 - Adds a signal bid item for Preformed Class 3 Pull Box. 
902-88.22 - Adds a signal bid item for Standard Concrete Pull Box. 
902-88.23 - Adds a signal bid item for Double Concrete Pull Box. 
 
903-30.05 - Adds a signing bid item for 6mm2, 1 Conductor Pole and Bracket Cable. 
 
Metric Revisions (Roadway and Bridge) 
 
609-60.05 - Revises the pay unit to "square meter" from "square yard". 
 
712-11.12 - Revises the description of Grade A-572 Fabricated Structural Steel to A709M, 
Grade 345. 
712-11.15 - Revises the description of Grade A-588 Fabricated Structural Steel to A709M, 
Grade 345W. 
712-11.20 - Revises the description of Grade A-572 Fabricated Structural Steel to A709M, 
Grade 345. 
712-11.25 - Revises the description of Grade A-588 Fabricated Structural Steel to A709M, 
Grade 345W. 
712-11.50 - Revises the description of Grade A-572 Fabricated Structural Steel to A709M, 
Grade 345. 
712-11.55 - Revises the description of Grade A-588 Fabricated Structural Steel to A709M, 
Grade 345W. 
 
902-51.30 - Revises conduit diameter to 32 mm. 
902-51.55 - Revises conduit diameter to 40 mm. 
902-52.05 - Revises conduit diameter to 50 mm. 
902-52.55 - Revises conduit diameter to 65 mm. 
902-53.05 - Revises conduit diameter to 75 mm. 
902-53.55 - Revises conduit diameter to 90 mm. 
902-54.05 - Revises conduit diameter to 100 mm. 
902-61.30 - Revises conduit diameter to 32 mm. 
902-61.55 - Revises conduit diameter to 40 mm. 
902-62.05 - Revises conduit diameter to 50 mm. 
902-62.55 - Revises conduit diameter to 65 mm 
902-72.05 - Revises conduit diameter to 50 mm. 
902-72.55 - Revises conduit diameter to 65 mm. 



902-73.05 - Revises conduit diameter to 75 mm. 
902-73.55 - Revises conduit diameter to 90 mm. 
902-74.05 - Revises conduit diameter to 100 mm. 
902-75.11 - Revises conduit diameter to 32 mm. 
 
 
 
902-75.12 - Revises conduit diameter to 50 mm and calls for conduit to be external on 
structure. 
902-75.13 - Revises conduit diameter to 65 mm. 
902-75.14 - Revises conduit diameter to 75 mm and calls for conduit to be external on 
structure. 
902-75.15 - Revises conduit diameter to 90 mm. 
902-75.16 - Revises conduit diameter to 100 mm and calls for conduit to be external on 
structure. 
 
Deletions: (Roadway and Bridge) 
 
Metric: 
 
202-40.15 - 202 Coldmilling and Diamond Grinding bid items at the left are deleted 
202-40.25 because the items are covered in new Section 622, Pavement Surface 
202-40.55 Texturing and Removal, of the new 1996 Metric Specification Book and 
202-40.65 622 items are added. 
 
206-46.05 - Flowable Backfill bid item 206-46.05 is deleted because new Section 621, 
Flowable Backfill, is added to the new 1996 Metric Specification Book and new 621 bid 
items are added. 
 
304-03.05 - Deletes bid items 304-03.05 thru 304-03.45 at the left for Type 3 
304-03.06 Aggregate for Base. Type 3 Base is no longer used. 
304-03.45 
 
304-06.15 - Bid items 304-06.15 and 304-06.25 are deleted because new Section 303, 
304-06.25 Rock Base, is added to the new 1996 Metric Specification Book. New 303 bid 
items for Rock Base are added. 
 
308-20.45 - Bid items 308-20.45 and 308-20.55 for Processing are deleted. 
308-20.55 
 
309-20.11 - Bid item 309-20.11 for Stabilized Permeable Base is deleted because new 
Section 302, Stabilized Permeable Base, is added to the new 1996 Metric Specification 
Book. New 302 bid items are added. 
 
311-10.05 - Deletes bid item for Processing Aggregate Surface. 
 
402-10.36 - Deletes bid item for Surface Leveling using only AC-10 or AC-5 Asphalt 



Cement. 
 
 
 
 
403-25.10 - Deletes bid items 403-25.10 thru 403-30.40 for Type B and Type C mixes 
403-25.20 because they are to no longer be used. 
403-25.30 
403-30.10 
403-30.20 
403-30.30 
403-30.40 
 
403-95.55 - Deletes bid items 403-95.55 thru 403-95.65 at the left for Porphyry Mixes. 
403-95.60 
403-95.65 
 
403-96.00 - Deletes bid items 403-96.00 thru 403-96.20 at the left for Type I-CR 
403-96.10 Mixes. 
403-96.15 
403-96.20 
 
611-70.15 - Deletes bid items 611-70.15 and 611-70.25 for Geotextile Construction 
611-70.25 because a new Section 624, Geotextile Construction, is added to the new 1996 
Metric Specification Book and new 624 bid items are added. 
 
613-25.02 - Deletes bid item for Type 3 Aggregate For Base used in pavement repair. 
 
712-11.56 - Deletes the Bridge bid item for Fabricated Structural Low Alloy Steel A-517. 
 
901-31.55 - Lighting bid items 901-31.55 thru 901-41.05 at the left for rigid steel 
901-32.05 conduit, in trench are deleted. 
901-32.55 
901-33.05 
901-33.55 
901-34.05 
901-35.05 
901-41.05 
 
901-41.55 - Lighting bid items 901-41.55 thru 901-45.05 at the left for rigid steel 
901-42.05 conduit, pushed are deleted. 
901-42.55 
901-43.05 
901-43.55 
901-44.05 
901-45.05 



 
 
 
0901-73.51 - Lighting bid items 901-73.51 thru 901-73.82 at the left for cable conduit 
901-73.52 are deleted. 
901-73.53 
901-73.54 
901-73.55 
901-73.56 
901-73.57 
901-73.58 
901-73.59 
901-73.60 
901-73.61 
901-73.62 
901-73.63 
901-73.64 
901-73.65 
901-73.66 
901-73.67 
901-73.68 
901-73.69 
901-73.70 
901-73.71 
901-73.72 
901-73.73 
901-73.74 
901-73.75 
901-73.76 
901-73.77 
901-73.78 
901-73.79 
901-73.80 
901-73.81 
901-73.82 
 
901-74.56 - Lighting bid items 901-74.56 thru 901-74.82 at the left for cable conduit 
901-74.59 with bare neutral wire are deleted. 
901-74.60 
901-74.62 
901-74.63 
901-74.64 
901-74.65 
901-74.66 
901-74.67 
901-74.68 



 
 
901-74.69 
901-74.70 
901-74.71 
901-74.72 
901-74.73 
901-74.74 
901-74.75 
901-74.76 
901-74.77 
901-74.78 
901-74.79 
901-74.81 
901-74.82 
 
901-75.10 - Lighting bid items for 5KV Primary Conductor Cable is deleted. 
901-75.20 - Lighting bid item for 15KV Primary Conductor Cable is deleted. 
 
903-11.15 - Signing bid items 903-11.15 thru 903-11.35 at the left for trenching are 
903-11.25 deleted. 
903-11.35 
 
903-21.55 - Signing bid items 903-21.55 thru 903-23.05 at the left for rigid steel 
903-22.05 conduit, in trench are deleted. 
903-22.55 
903-23.05 
 
903-31.55 - Signing bid items 903-31.55 thru 903-33.05 at the left for rigid steel 
903-32.05 conduit, pushed are deleted. 
903-32.55 
903-33.05 
 
903-40.12 - Signing bid items 903-40.12 thru 903-40.18 at the left for 1 Conductor 
903-40.14 Cable are deleted. 
903-40.16 
903-40.18 
 
903-41.51 - Signing bid items 903-41.51 thru 903-41.82 at the left for 2 Conductor 
903-41.52 Cable Conduit are deleted. 
903-41.53 
903-41.54 
903-41.55 
903-41.56 
903-41.57 
 



 
903-41.58 
903-41.59 
903-41.60 
903-41.61 
903-41.62 
903-41.63 
903-41.64 
903-41.65 
903-41.66 
903-41.67 
903-41.68 
903-41.69 
903-41.70 
903-41.71 
903-41.72 
903-41.73 
903-41.74 
903-41.75 
903-41.76 
903-41.77 
903-41.78 
903-41.79 
903-41.80 
903-41.81 
903-41.82 
 
903-42.51 - Signing bid items 903-42.51 thru 903-42.82 at the left for Cable Conduit 
903-42.52 with 1 Bare Neutral Wire are deleted. 
903-42.53 
903-4254 
903-42.55 
903-42.56 
903-42.57 
903-42.58 
903-42.59 
903-42.60 
903-42.61 
903-42.62 
903-42.63 
903-42.64 
903-42.65 
903-42.66 
903-42.67 
 
 



903-42.68 
903-42.69 
903-42.70 
903-42.71 
903-42.72 
903-42.73 
903-42.74 
903-42.75 
903-42.76 
903-42.77 
903-42.78 
903-42.79 
903-42.80 
903-42.81 
903-42.82 
 
vi/vh 
 
Enclosures 


