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Effective Date: 01/01/1997 
 
Section/Plan No.: Pay Items 
 
Subject: Computer Stored Bid Items - (English and Metric) 
 
 
Body 
------------------------------------------------------------------------------------------- 
 
The attached computer stored bid item catalogue contains English and Metric bid 
items added, 
revised, or deleted since the September 16, 1996 Design Manual Letter No. 8 was 
distributed. 
 
The following additions, deletions, and revisions are effective with the January bid 
opening. 
 
Below is a brief summary of the additions, deletions and revisions. 
 
ENGLISH  
 
Additions: 
 
301-60.18 Adds item for Asphalt Cement (Bituminous Base) PG64-22. 
 
403-81.30 Adds item for Asphalt Cement (Asphaltic Concrete) PG64-28 
(Type I-B Mix). 
 
403-81.31 Adds item for Asphalt Cement (Asphaltic Concrete) PG64-22 
(Type I-B Mix). 
 
403-81.32 Adds item for Asphalt Cement (Asphaltic Concrete) PG58-34 
(Type I-B Mix). 
 
612-20.09 Adds items at left for Sand Barrel Impact Attenuators. 
612-20.17 
 



730-01.12 Adds items at left for Type S Corrugated Polyethelyne Pipe. 
730-01.15 
730-01.18 
730-01.21 
730-01.24 
730-01.30 
730-01.36 
 
732-20.60 Adds item for Beveled Pipe End Treatment for 60 inch dia. pipe. 
 
Deletions: 
 
301-10.12 Deletes bid items at left with AC-10 or AC-20 grade asphalt cement. 
301-10.22 
 
403-89.92 
 
403-90.73 
403-90.74 
 
403-91.20 
403-91.21 
403-91.30 
403-91.31 
403-91.40 
403-91.60 
403-91.61 
 
617-35.01 Deletes bid item for Modified Type C Concrete Traffic Barrier. 
 
725-01.12 Deletes bid items at left for Group A pipe culvert. 
725-01.15 
725-01.18 
725-01.21 
725-01.24 
725-01.30 
725-01.36 
725-01.42 
725-01.48 
725-01.54 
725-01.60 
725-01.66 
725-01.72 
725-01.78 
725-01.84 



 
Revisions: 
 
301-30.12 Revised Asphalt Cement (Base Widening) grade from AC-20 to PG64-22 or 
AC-20. 
301-30.22 Revised Asphalt Cement (Base Widening) grade from AC-10 to PG58-22 or 
AC-10 
 
301-50.01 Items 301-50.01 thru 301-50.13 revised asphalt cement grade for Bituminous 
301-50.02 Base Mixture from AC-20 to PG64-22 or AC-20. 
301-50.03 
301-50.04 
301-50.05 
301-50.06 
301-50.07 
301-50.08 
301-50.09 
301-50.10 
301-50.11 
301-50.12 
301-50.13 
 
302-13.11 Removed asphalt cement grade from description for Stabilized Permeable 
Base. 
 
403-83.10 Revised asphalt cement grade for Asphaltic Concrete Mixture, Type I-C 
(1.75 in. 
thick) from AC-20 to PG64-22 or AC-20. 
 
METRIC  
 
Additions: 
 
301-60.20 Adds item for Asphalt Cement (Bituminous Base) PG64-22. 
 
403-81.35 Adds item for Asphalt Cement (Asphaltic Concrete) PG64-28 
(Type I-B Mix) - Metric. 
 
403-81.36 Adds item for Asphalt Cement (Asphaltic Concrete) PG64-22 
(Type I-B Mix) - Metric. 
 
403-81.37 Adds item for Asphalt Cement (Asphaltic Concrete) PG58-34 
(Type I-B Mix) - Metric. 
 
612-25.09 Adds items at left for Sand Barrel Impact Attenuators. 



612-25.17 
 
730-02.12 Adds items at left for Type S Corrugated Polyethelyne Pipe. 
730-02.15 
730-02.18 
730-02.21 
730-02.24 
730-02.30 
730-02.36 
 
730-30.22 Adds item for Beveled Pipe End Treatment for 1500 mm dia. Pipe. 
 
Deletions: 
 
301-10.15 Deletes bid items at left with AC-10 or AC-20 grade asphalt cement. 
301-10.25 
 
403-85.10 
 
403-95.10 
403-95.15 
403-95.25 
403-95.30 
403-95.40 
403-95.70 
403-95.75 
403-95.85 
403-95.90 
 
617-10.45 Deletes bid item for Modified Type C Concrete Traffic Barrier. 
 
725-05.12 Deletes bid items at left for Group A pipe culvert. 
725-05.15 
725-05.18 
725-05.21 
725-05.24 
725-05.30 
725-05.36 
725-05.42 
725-05.48 
725-05.54 
725-05.60 
725-05.66 
725-05.72 
725-05.78 



725-05.84 
 
Revisions: 
 
205-10.05 Revised unit type for Overhaul from KM STA M to CU STA M. 
 
301-30.15 Revised Asphalt Cement grade from AC-20 to PG64-22 or AC-20 
301-30.25 Revised Asphalt Cement grade from AC-10 to PG58-22 or AC-10. 
 
302-20.11 Removed asphalt cement grade from description for Stabilized Permeable 
Base. 
 
620-55.45 Revised units for 150 mm, 200 mm, and 600mm wide Thermoplastic 
Marking  
620-55.46 Material from 5.0 meters to 0.5 meters. 
620-55.47 
620-55.48 
 
903-20.20 Removed "Metric" from teh description for 400W Sign Lighting Fixture. 
 
dts  
 


