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------------------------------------------------------------------------------------------- 
ALL DIVISION, DISTRICT AND URBAN ENGINEERS 
 
Sometimes a special STRC or STRC sign should not be completed at the time of the original 
installation due to exceptions in roadway construction. For this reason it is proposed to add 
the following sub-section to the Design Manual: 

15.3.2.2.1. Incomplete Signs. When a Type STRC or STBC sign is to be erected 
with only part of the legend in place at the time of initial construction, the sign 
will be depicted on the plans with solid lines, except that the legend to be placed 
at a later date will be shown with dashed lines and a note indicating future 
construction. The legend which is omitted will be included in the roadway 
contract which makes that part of the legend necessary. The sign and legend in 
place will then be depicted with dashed lines and the legend to be added with 
solid lines. It is suggested that such signs be shown on one or more layout sheets 
so that they may be easy to view. A special provision will be prepared describing 
the modifications. As a general rule small amounts of such work, ($500 - $600) 
should be included in the prices bid for other items in the contract, while greater 
amounts should be set up as an item for a lump sum bid. A file of uncompleted 
signs will be maintained for future reference. 

 
Please acknowledge receipt of this letter and advise if not understood. 
 
 
 
R. N. Hunter 
Engineer of Surveys and Plans  


