Design Standards Letter

Letter Number: G-1964-16
Letter Date: 04/06/1964
Effective Date: 05/01/1964
Section/Plan No.: None

Subject: Special Provisions and Standard Drawings

ALL DIVISION, DISTRICT AND URBAN ENGINEERS AND CHIEF COUNSEL

We have attached copies of the following new or revised special provisions that are now, or
will be, included in all contracts, when applicable.

Water Line Installation. This special provision was revised to provide for separate payment
for pipe fittings. Separate payment for fittings was previously discontinued to eliminate the
possibility of paying for more weight than was actually received as was possible under the
specifications. From the standpoint of change orders, it is desirable, however, to make
separate payment for fittings. By including the weight of glands and bolts as part of
mechanical joint fittings as required by the attached provisions, the weight of fitting
received will be equal to, or greater than, weight paid for. Plans that are completed or
partially completed to the extent that revisions would cause delay, need not be revised.

The special provision for Rock Excavation was prepared as a result of discussion at a recent
Design Committee Meeting. The revised specification provides the engineer with a greater
selection of suitable material for backfilling of areas required to be undergraded due to
partial rock in cuts. We have also attached a copy of revised Standard Drawing 21.40, which
was changed to eliminate the required undergrading of rock 12 inches below the base. The
standard and special provision will be included in all projects when applicable, beginning
with the June, 1964 Letting.

The attached special provision for Glass Fiber Mat has been in use for a sufficient length of
time to become relatively standard. To eliminate the necessity of typing this provision for
each project, it will now be inserted in contracts when applicable by this office.

The attached special provision for Reinforcing Steel was revised to eliminate the
requirement for hot bending of reinforcing bars. We have for some time permitted cold
bending of these bars. This provision will be included in applicable contracts beginning with
the May 1964 Letting.



Standard Drawing 53.10, Sheet 3 of 3, has been revised to add data for bottom slab of an 11'
x 5" box culvert. Concrete and steel quantities for this size will be furnished in the near
future.

L. V. McLaughlin
Engineer of Surveys and Plans



