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ALL DIVISION, DISTRICT AND URBAN ENGINEERS AND CHIEF COUNSEL 
 
We are furnishing you, under separate cover, several copies of revised Design Manual 
pages. This letter also contains certain instructions for placing into effect the revised 
Standard Drawings transmitted to you under cover of General Letter No 59, 1964. 
 
Section 7.6.4.9.5 "Spiral Transition Curves" has been revised to delete reference to Standard 
Drawing 21.00. 
 
Section XI Hydraulics & Drainage. The following figures in this section have been revised 
to delete references to 2" parabolic crown and to add data for 3/16" per foot cross slope. 
Figures 11.47, 11.48, 11.49, 11.50, 11.54, 11.54.1, 11.55, 11.56, and 11.57. 
 
Section 13.7.3 Design Informations. Corrected sub-heading "d. Stationing..." to read "c. 
Stationing..." and revised the figure "33 feet" to read "35 feet". Under sub-heading "e. 
Superelevation Transition" revised the figure "33 feet" to read "35 feet". Under sub-heading 
"g. Crown Transition" revised last sentence to read "A straight slope of one-fourth inch per 
foot is used for auxiliary lanes." 
 
The Design Manual pages 14.53 through 14.62.1, inclusive, have been retyped to provide 
space for the following specific revisions or additions. These pages will replace pages 14.53 
through 14.62, inclusive, which are now in your manual. 
 
Section 14.3.27.2. Revised to set out the number of sets of prints to be submitted for right-
of-way plans involving Federal Aid in right-of-way and State financed right-of-way. 
 
Section 14.3.27.5. Revised to delete the sentence "A minimum right-of-way width of 70 feet 
is generally used for improvements with traffic volumes of less than 400 vpd". This sentence 
was deleted to avoid conflict with the Table of General Design Data (Figure 5.1, Revised 
10-1-64). 
 



Section 14.3.27.8. Revised to delete the words "where the towns are participating in the 
improvement," from the fifth sentence of this section. 
 
Section 14.3.27.10. Revised to change the wording from "Main Office Legal Division" to 
"Main Office Right-of-Way Division." 
 
Section 14.3.31.1. General. Revised to delete reference to Standard Drawing 21.00 to define 
the use multilane factors for Ls, and set out recommendation to reduce superelevation rate in 
urban areas. 
 
Section 14.3.33 Typical Sections. Section 14.3.33.1 and Section 14.3.33.2 have been 
completely rewritten to detail the revised criteria for pavement cross slopes with applicable 
references to the Standard Drawings. 
 
Section 14.3.34.2 Policy. Revised to delete the words "or relocated" from sub-heading (4). 
 
Section 14.3.34.4.6 Pedestrian Facilities and Section 14.3.34.5.7 Pedestrian Facilities have 
been revised in accordance with the advance copy transmitted to you under cover of General 
Letter No. 42, 1964. 
 
Figures 14.13, 14.14, and 14.16 have been revised to delete references to crown of pavement 
on tangent of ramps. 
 
Every effort has been made to locate and revise, if necessary, all references in the Design 
Manual pertaining to pavement crowns or cross slopes to be in accordance with the new 
criteria. Three notable exceptions have been made. Specifically, the Figures 10.27, 10.32, 
and 10.35, all of which indicate typical sections have not been revised, as the typical 
sections are for reference only and are intended only to indicate the necessary data required 
for the respective layouts. Should other sections of Design Manual be located which are in 
conflict with the revised typical sections, it would be appreciated if this office were notified 
as soon as possible. 
 
It is fully intended that the revised pavement cross slopes be effected immediately wherever 
practical. It is not intended to use the revised pavement slopes on any project when such use 
will cause revisions in the plans to the extent of delaying the scheduled tentative letting of 
such projects. 
 
In most, if not all of the rural projects, it will be a simple matter of substitution of the revised 
typical sections for the ones on which the plans are being developed. It is possible that for 
some projects where clearance requirements are critical, or where storm drainage or utility 
work has been developed on a specific typical section, it will not be practical to revise the 
typical sections now in use. It is left to the discretion of the District to transition to the use of 
the revised typical sections as rapidly as possible; it is the responsibility of the District to 
include with the plans the specific typical sections used in the development of such plans. 
 
All revisions, other than those pertaining directly to the revised pavement cross slopes, are 



to be placed in effect immediately. 
 
 
 
L. V. McLaughlin 
Engineer of Surveys and Plans 


