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------------------------------------------------------------------------------------------- 
ALL DIVISION AND DISTRICT ENGINEERS 
 
We are furnishing you herewith several copies of the following revised pages and figure for 
your copy of the Design Manual. 
 
Page 12.10. Sec. 12.6.1.1 and 12.6.1.2 have been revised to prohibit cleaning out of existing 
channels and culverts on resurfacing projects. Future submittals of resurfacing projects should 
not include this cleaning work. 
 
Page 14.18. Sec. 14.3.12.3.5 has been revised to emphasize that if ditch work is contemplated 
in connection with the work of shaping shoulders, the required ditch typical section must be 
shown on the plans. This is in accordance with the Standard Specifications which state, in part, 
that ditches are to be provided as indicated on the plans. 
 
Page 14.47. Sec. 14.3.27.7.2 has been revised to raise the design traffic volume from 400 ADT 
to 1700 ADT as being that traffic for which partial limited access is acquired at State routes 
and side roads. This change is effective immediately for all projects, except those on which 
right-of-way commitments have been made, or those on which right-of-way has actually been 
acquired, either wholly or in part. Revised sheets reflecting this revision should be furnished 
this office. 
 
Figure 15.42. Past practice has been to eliminate the use of gore signs in combination with 
overhead trusses unless visibility is limited. Recent studies indicate that there is an advantage 
in using an exit sign in all gores, and Figure 15.42 has been revised to add the exit sign. This 
sign should be included in all future plans, where applicable. 
 
 
 
 
Leland D. Fletcher 
Division Engineer 
Surveys and Plans 


