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Subject: Revised Drawings and Form SP-2 
 
Body 
------------------------------------------------------------------------------------------- 
We are in the process of revising and reprinting the Book of Standard Plans. 
 
Attached are copies of the above noted revised Standard Plans with revisions  
as follows: 
 
 
 
502.00L. The title has been revised to include concrete base and a note has been added 
under Tranverse Contraction Joint stating that joints for pavement or base  
widening shall match existing joints.  
 
503.00J. The table for pavement exceptions and areas has been revised to conform with 
 
design bridge widths presently being used.  
 
607.10J. Redrawn for clarity.  
 
607.20F. The post for water crossing gate shall be the same as corner post.  
 
614.10L. The weight and dimensions data has been revised to show new dimensions for 
 
grates and bearing plates when used with the Type S-2 and S-3 drop inlets.  
This will allow the bearing plate to fit better when in the sloped position. An  
alternate shape for the curb inlet has been added and the entire drawing has been  
rearranged for clarity.  
 
614.30D. An alternate Type 4 cover has been added.  



 
616.10D, Sheet 1 of 2. The width of the rail for the Type I Barricade has been changed 
to  
12 inches. Reference to the four inch stripes on Type I and Type II Barricades  
has been deleted. The word plate changed to plaque on Advisory Speed Plaque.  
 
Sheet 2 of 2. Corrected various errors.  
 
617.00T, Sheet 1 of 3. The spacing for the joints for the cast-in-place or extruded 
section  
has been revised to match the joints in the concrete median or 30 feet  
maximum.  
 
703.16D and 703.21D, Sheet 1 of 3. Revised formula in Layout Plan Upstream view.  
 
703.30D. Corrected 15 inches to 15 feet in End Elevation.  
 
703.50F. Revised A2 and H3 bars in Section Near Interior Wing view.  
 
703.51E. Revised A2, A3, and H3 bars in Section Near Interior Wing view.  
 
703.53D and 703.54D. Drawings now have 8 sheets. Added top and bottom slab and 
wall  
thickness.  
 
703.55C. Revised A3 and H3 bars in Section Near Interior Wing view.  
 
703.56C. Revised A2, A3, and H3 bars in Section Near Interior Wing view.  
 
703.70A, 703.71A, 703.72A, 703.73A, and 703.74A. Revised the Detail of Keyed  
Construction Joint view.  
 
703.76A, Sheet 5 of 5. Corrected "TI" to show inches instead of feet.  
 
731.00P. Details have been added showing the Precast Foundation Slab as an option to 
the  
cast-in-place. The last General Note added to allow a rubber gasket as an  
alternate to expansive mortor.  
 
731.10G. Details have been added showing the Precast Foundation Slab as an option to 
the  
cast-in-place.  
 
902.00E. Added details of backplate to the drawing.  
 
902.10F. Added table of dimensions showing new Gasketed Splice Box with standard  
preformed pull box.  



 
902.15B. Notes have been added adjacent to wiring diagram pertaining to a 
photoelectric  
switch controlling downlights and luminaires and a terminal strip for lighting  
circuits.  
 
902.30F. Note added to Type A Post Base view pertaining to anchor bolt dimensions.  
 
902.80. This is a new drawing showing traffic signal symbols. The use of SP-36  
 
903.02U, Sheet 4 of 7. Deleted all reference to educational plaques "Signal Ahead" and 
"Merge" as they are no longer required.  
 
Sheet 6 of 7. Revised the U.S. Route Shield for independent use by separating the  
dimensions table from the Guide Sign Use table and listing the 24" X 24" shield  
only. Deleted the 36" X 36" and 36" X 45" size shields from the Interstate  
Shield for independent use table.  
 
903.03AG, Sheet 1 of 6. The details for the hinge plate have been completely revised.  
 
Sheet 5 of 6. On Sign Panel Assemblies view, revised the edge dimension to 4 inches so 
that the horizontal Z-bars extend to just past the outside locking tab.  
 
903.10T, 903.12M, and 903.60R, Sheet 1. Deleted the 13'-6" minimum from the "D"  
dimension.  
 
The above revisions are effective with the September 1985 letting.  
 


