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------------------------------------------------------------------------------------------- 
Attached are copies of the above noted new and revised standard plans with  
revisions as follows: 
 
203.61, 203.62, 203.63, 203.64 and 203.65. These are new drawings that are to  
be used in conjunction with the new MHTD Driveway Permit Manual for the design  
of all driveways on future projects. This new design criteria should be  
incorporated into all projects in such a stage of design as to allow practical  
revisions. The old entrance standards, 203.30A 203.31B, and 203.32D will be  
retained through the March, 1990 letting in order to have an orderly  
transition to the new standards. The stopping sight distance criteria as  
outlined in the design manual should be used for design purposes instead of  
the sight distance criteria in the driveway permit manual. Driveways should  
be designated by types to replace the current P.E. F.E., C.E., S.R., etc. 
All driveways will have some type of surfacing. 
 
702.01F. Revisions on sheet 2 now specifies low relaxation strands instead of  
stress relieved strands for the prestressed reinforcement and allows eight  
one-half inch round low relaxation strands as an alternate strand arrangement. 
 
Copies of the MHTD Driveway Permit Manual for the district design personnel  
will be transmitted under separate cover. The new driveway criteria will be  
incorporated into the design manual at a later date. 
 
The above revisions are effective with the September, 1989 letting. 
 
 


