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Subject: Revised Drawings 
 
Body 
------------------------------------------------------------------------------------------- 
Enclosed are copies of revised Standard Plans which are effective with  
the January 1992 letting. 
 
203.10B: 1 of 1: "Safety" zone and "safety" point indications changed to  
"clear" zone and "clear" point. 
 
203.61: 1 of 1: New Standard Drawing for Type I driveways, to be used to  
provide access to a residence or farm field. 
 
203.62: 1 of 1: New Standard Drawing for Type II driveways, to provide  
access to a city street, public road or county road. 
 
203.63: 1 of 1: New Standard Drawing for Type III driveways, to provide  
access to commerical properties. 
 
203.64: 1 of 1: New Standard Drawing for Type IV driveways, for use at  
truck terminals. 
 
203.65: 1 of 1: New Standard Drawing for Type V driveways, volume product  
driveways to be used in conjunction with other driveways  
when needed. 
 
502.10E: 1 of 1: Corrected misspelled word "contraction" only. Revision date 
and drawing number revision designation were not changed. 
 
604.27D: 1 of 3: No change to drawing. 
2 of 3: No change to drawing. 
3 of 3: Changed "safety" zone designation to "clear" zone in detail  



heading. Removed "20' safety zone" dimension from detail.
 
606.00X: 1 of 6: Revised 2 ft. minimum offset dimension to 4 ft. and removed  
note from "Lateral Placement of Guard Rail for Shoulder  
Installation" detail. 
2 of 6: Revised General Notes and changed dimensions for Type A  
and D guardrail. 
3 of 6: New sheet showing details of Type E guardrail and  
transitions. 
4 of 6: Sheet renumbered from 3 to 5. Minor detail revisions to  
steel bearing plate and detail "A". 
5 of 6: Sheet renumbered from 4 to 5. Various detail and note  
revisions to steel tube foundation. 
6 of 6: Sheet renumbered from 5 to 5. Accepted area of obstacle  
location as shown in "End Anchor" detail has been revised. 
 
606.22K: 1 of 1: Removed "Type E guardrail" and "Roadway Item" notation from  
"Part Section thru Slab at End of Wing" detail. Revised 
limits of bridge anchor section and transition section. 
Payment note for each is added. 
 
606.23C: 1 of 1: Removed "Roadway Item" and "Type E Guardrail" and added  
"Transition Section" indications to "Part Section thru Slab  
at End of Wing" and "Plan". Added payment note to General  
note. 
 
614.10R: 1 of 1: Revised one of the "d" dimensional callouts in the plan view  
to show "c". 
 
731.10K: 1 of 4: No change to drawing. 
2 of 4: No change to drawing. 
3 of 4: No change to drawing. 
4 of 4: Changed "Safety" zone callouts to show "Clear" zone. 
 
902.70D: 1 of 1: Adjusted dimensional callout at base of post to show 4' 
minimum embeddment instead of 4" minimum. 
 
903.03AP: 1 of 5: Corrected misspelled word "weight". 
2 of 5: Revised "direction of traffic" indication in plan view of  
slip base. 
3 of 5: No change to drawing. 
4 of 5: Revised sign mounting detail and post clamp detail to show  
hex head machine screw 18-8; revised hole size on backing  
strip detail; added threaded hole note and added dimension  
to "Locking Tab" detail. 



5 of 5: Added a "vandal-proof bolt" note; revised note for "Sign
Details" to use Type 2 reflective sheeting for Type IV  
object markers. 
 
Standard Drawings 203.30A, 203.31B and 203.32D for Entrances and Approaches  
may be used on work already in progress through the March 1992 letting. 
 
Driveway Standard Drawings 203.61, 203.62, 203.63, 203.64, and 203.65 are to  
be used in conjunction with the "MHTD Driveway Permit Manual" when designing  
driveways. The MHTD Driveway Permit Manuals were distributed earlier, about  
the time of Standard Plans Letter No. 5, 1989. If additional copies of the  
"MHTD Driveway Permit Manual" are needed, please contact the main office. The 
stopping sight distance criteria as outlined in the design manual should be  
used for design ppurposes instead of the sight distance criteria in  
Driveway Permit Manual. 
 
An Example 2B sheet is included for use with the new Standard Driveway  
Drawings 203.61 through 203.65. 
 
ss/kd  
 


