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------------------------------------------------------------------------------------------- 
Questions concerning the distribution of the Supplemental Revisions to the Missouri 
Standard Plans for Highway Construction should be directed to General Headquarters, Keith 
L. Smith (573) 751-4659 or David Silvester (573) 526-2903.  
 
Below are the revisions to the October 2001 edition of the Missouri Standard Plans for 
Highway Construction. 
 

NOTE EXPLANATION 
1 The following revisions are effective with the July 2002 bid opening.

STD. 
PLAN NO. 

DESCRIPTION OF REVISION 

602.00C 
 
 

606.00AM 
 

The Steel Right-of-Way Marker diagrams revised to exclude the use of 
concrete. 
 
Sheet 3 of 10. In Metric drawing only, a minor errata correction on the 
Lateral Placement of Type E Guardrail diagram. 
 
Sheet 6 of 10. The plan view was revised to show the pay limits for the new 
pay item: Guardrail Type A, with Rubrail. Also identified the pay limits for 
Guardrail Type A and Guardrail Anchor, Embedded.

606.01D Sheet 2 of 12. In a minor revision, a second bolt has been added to the detail 
of Posts 9 and 10. 
 
Sheet 3 of 12. For increased clarity, the location of Type A guardrail was 
relabeled. The location of the transition section between the Bullnose pay 
item and the Type A guardrail was also relabeled. For the side with the 



oncoming traffic, Post 13 is now where the taper ends. The taper of the 
guardrail facing oncoming traffic has been revised from 15:1 to "15:1 or 
flatter". Other minor clarifications.

613.00J Sheet 2 of 2. Drawing has been revised to show that dowel baskets and 
functional tie bars are now required for pavement lengths of 15’ (4.5 m) or 
greater between joints.

616.10AB Sheet 1 of 5. Minor errata correction for Table B wood post dimensions. The 
Corner Bolt diagrams have been removed.

617.00AE Sheet 1 of 3. Formerly enumerated as 1 of 2. 
 
Sheet 2 of 3. The upper right diagrams were retitled "Transition Details for 
Pier Protection". 
 
Sheet 3 of 3. This new sheet contains diagrams pertaining to the new Type B 
(Modified) Barrier, an integral Type B Barrier. A note pertaining to the 
drawing was added that states "Used in any case where integral Type B 
Barrier protection is needed." A General Note for drainage to be 
accommodated by weep holes was also added.

617.10B Sheet 1 of 2. Formerly enumerated as Sheet 1 of 1. The diagram "Bridge Pier 
and MSE Wall Protection" and the table "Table of Transverse Pavement 
Reinforcement" were removed. Pier Protection information is now included 
in Standard Drawings 617.00, Sheet 2 of 3 for multi-slope barrier, and 
617.10, Sheet 2 of 2 for single-slope barrier. The MSE Wall Protection 
information is now included in Standard Drawings 617.00, Sheet 3 of 3 for 
Type B (Modified), and 617.20, Sheet 2 of 2 for Type D (Modified). 
 
Sheet 2 of 2. This new sheet includes a group of new diagrams entitled 
"Transition Details for Pier Protection".

617.20A Sheet 1 of 2. Formerly enumerated Sheet 1 of 1. 
 
Sheet 2 of 2. This new sheet contains diagrams pertaining to the new Type D 
(Modified) Barrier, an integral Type D Barrier. A note pertaining to the 
drawing was added that states "Used in any case where integral Type D 
Barrier protection is needed." A General Note for drainage to be 
accommodated by weep holes was also added.

617.30 Sheets 1 through 4. This new standard drawing for Temporary Concrete 
Barrier (Type F) has previously been available as a special sheet.

620.00B Sheet 1 of 2. The Tapered Lane Entrance Ramp Marking diagram has been 
revised so that it is in line with the Manual on Uniform Traffic Control 
Devices. The drawing is now comprised of two sheets.
Sheet 2 of 2. This new sheet contains some of the diagrams formerly located 
on Sheet 1 of 1.
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M732.05C Sheet 1 of 2. In the Metric version, a minor errata correction in the Section 
A-A diagram.

902.00K Sheet 1 of 2. In the three Pedestal Post Mountings diagrams, the post heights 
have been clarified as 15’ (4.5 m) for one- and two-face mountings, and 
8’ (2.4 m) for posts having only pedestrian crossing signals.

902.30N Sheet 1 of 2. Minor clarifications in the "Post Bases" and "Steel and 
Concrete" tables.

903.02AE Sheets 1 through 8 of 10. Revised the Background Reflective Sheeting notes 
to update what type of sheeting is to be used. Other minor clarifications in 
the General Sign Data chart.

903.03AW Sheet 2 of 6. Sheet’s subtitle revised to "Posts for Signs 30 Sq. Ft. (2.8 m2) 
or Smaller". A General Note referring to non-pipe post mounting options was 
added.

903.10Y 
 
 

903.12T 

Sheet 5 of 6. A new diagram for Type C Concrete Traffic Barrier has been 
added. Other minor corrections were made in the other diagrams. 
 
Sheet 4 of 5. A new diagram for Type C Concrete Traffic Barrier has been 
added. Other minor corrections were made in the other diagrams.

903.60Y Sheet 4 of 5. A new diagram for Type C Concrete Traffic Barrier has been 
added. Other minor corrections were made in the other diagrams.


