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Body 
------------------------------------------------------------------------------------------- 
The Supplemental Revisions to the Missouri Standard Plans for Highway Construction, 
effective November 1, 2005 are now available. 
 
Questions concerning the Supplemental Revisions to the Missouri Standard Plans for 
Highway Construction should be directed to Sarah Kleinschmit, Central Office, Engineering 
Policy Group, at 573-526-2919 or me at 573-751-3813.  
 

NOTE EXPLANATION 
1 The following revisions are effective with the November 2005 bid 

opening.

STD. 
PLAN NO. 

DESCRIPTION OF REVISION 

502.05I 
 
 
 
 
 
 

 

Sheet 1 of 4. The placement of L3 joints has been incorporated. 
 
Sheet 2 of 4. The detailed placement of the L3 joint has been 
incorporated. 
 
Sheet 3 of 4. A detail of the Longitudinal Construction joint for new 
construction with no dowels (L3 joint) has been included. 
 
Tie bar depth in longitudinal joint L1 has been revised from P/4 to P/3. 
 
Tie bars have been removed from the joint plan and spacing detail. 
 
The maximum sawed joint width has been revised from 3/8” to 1/8” on 
C1 and C2 joints. 
 
Joint filler detail has been removed. This is no longer required with 1/8” 



 

sawed joint spacing. 
 
 
 
Sheet 4 of 4. A new expansion joint with dowel bar expansion caps has 
replaced the previous detail. 
 
A sealing detail has been added to accompany the revised expansion 
joint.

613.00M 
 

 

Sheet 1 of 1. Revises joint and dowel spacing. 
 
The detail of the dowel, basket, and saw cut has been updated. 
 
Wire mesh reinforcement has been removed and other notes updated 
accordingly. 
 
The detail for the thin circular disk has been updated. 
 
Sheet 2 of 2. This sheet has been removed due to changing to only one 
classification of full depth pavement repair.


