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Body 
------------------------------------------------------------------------------------------- 
The Supplemental Revisions to the Missouri Standard Plans for Highway Construction, 
effective September 1, 2006 are now available. 
 
Questions regarding the Supplemental Revisions to the Missouri Standard Plans for 
Highway Construction should be directed to Brian K. Williams, Central Office, Engineering 
Policy Group, at 573-751-9254 or me at 573-751-3813. 
 

NOTE EXPLANATION 
1 The following revisions are effective with the September 2006 bid 

opening

STD PLAN 
NO 

ERRATA REVISIONS 

902.30N Sheet 1 of 2 – Deleted the post base type B-10 (MOD) for Type B and 
BL posts. Details for construction of this base were removed from the 
standard plans some time ago.

STD PLAN 
NO 

DESCRIPTION OF REVISION 

617.10D Sheet 3 of 7 – The pavement width for shoulders at the side of an MSE 
wall was shortened to 6 Ft and a reinforcement table for this detail was 
also added. The steel structure of the barrier was also modified to 
provide additional rigidity. Shoulder pavement reinforcement was also 
revised to accommodate thinner pavement designs. 
 
Sheet 7 of 7 – The pavement width for shoulders at the side of an MSE 
wall was shortened to 6 Ft and a reinforcement table for this detail was 
also added. Shoulder pavement reinforcement was also revised to 
accommodate thinner pavement designs.



 

 

STD PLAN 
NO 

DESCRIPTION OF REVISION 

703.10G, 
703.11G, 
703.12G, 
703.13G, 
703.14G, 
703.40G, 
703.41G, 
703.42G, 
703.43G, 
703.44G, 
703.80G, 
703.81G, 
703.82G, 
703.83G, 
703.84G,  

Sheet 1of X – Geotextile material meeting the requirements of Sec 1011 
for subsurface drainage will be used for box culver construction. 
Current ASTM testing methods were removed allowing contractors to 
supply standard stock for this work. 


