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Body 
------------------------------------------------------------------------------------------- 
The Supplemental Revisions to the Missouri Standard Plans for Highway Construction, 
effective October 1, 2007 are now available. These revisions will be in effect with the 
October 2007 bid opening. 
 
Questions regarding the Supplemental Revisions to the Missouri Standard Plans for 
Highway Construction should be directed to Brian K. Williams, Central Office, Engineering 
Policy Group, at 573-751-9254 or myself at 573-751-3813. 
 
MINOR REVISIONS: (ERRATA) 
 
203.50M Sheet 1 of 2 – Corrected minor drafting on the Type I detail. 
 
616.10AH Sheet 3 of 8 – Changed type of warning lights shown for the Type III Movable 
Barricade to a Type B.  

Clarified the first note for barricades to indicate shoulders are included 
in the closure area.  
 
Revised the forth note for barricades to state the distance behind a 
barricade separate crashworthy devices are to be placed. 

 
MAJOR REVISIONS: 
 
203.40G Sheet 1 of 2 – Revised the entire plan. Reduced ramp width to 14 ft. with an 
optional 12 ft. width for locations with design truck volumes less than 5%. Combined plan 
view and section details for “on” ramps. 

 
Sheet 2 of 2 – Reduced ramp width to 14 ft. with an optional 12 ft. 



width for locations with design truck volumes less than 5%. 
Combined plan view and section details for “off” ramps. 

 
606.00AT Sheet 7of 17 – Relocated delineators on new guardrail from the block to the post. 
Fixed hole locations for attaching delineators to the post for future maintenance. 
 
902.40P Sheet 3 of 3 – Modified size indicated in the table for Sign 7 to match MUTCD and 
corrected the sign weight. 


