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Body 
------------------------------------------------------------------------------------------- 
The Supplemental Revisions to the Missouri Standard Plans for Highway Construction, 
effective February 1, 2008 are now available. These revisions will be in effect with the 
February 2008 bid opening. 
 
Questions regarding the Supplemental Revisions to the Missouri Standard Plans for 
Highway Construction should be directed to Brian K. Williams, Central Office, Engineering 
Policy Group, at 573-751-9254 or myself at 573-751-3813. 
 
MINOR REVISIONS: (ERRATA) 
 
502.05L Sheet 3of 4 – Amended dowel basket placement formula for pavements with ½ 
inch increments. 
 
502.10J Sheet 1 of 3 - Amended dowel basket height formula for pavements with ½ inch 
increments. 

Sheet 2 of 3 - Amended dowel basket height formula for pavements 
with ½ inch increments. 
 
Sheet 3 of 3 - Amended dowel basket height formula for pavements 
with ½ inch increments. 

619.10E Sheet 1 of 1 - Corrected minor spelling errors and removed “lane closed” reference 
on the bottom typical. The condition is acceptable when a 10 ft. buffer area is present. 
 
MAJOR REVISIONS: 
 
616.10AJ Sheet 2 of 8 – Corrected minor spelling errors and modified notation to Direction 
Indicator Barricade in the general notes. 



 
Sheet 3 of 8 – Clarified that paved shoulders are to be included in the 
area to be closed by Type III Barricades. 
 
Sheet 4 of 8 – Expanded note for CMS boards to allow for omission of 
specified channelizers when conditions warrant. 
 
Sheet 5 of 8 – Modified name of reduce speed ahead sign in the fifth 
general note to “SPEED LIMIT XX AHEAD” to mimic the sign as 
referenced in the MUTCD. 
 
Sheet 6 of 8 – Revised name for sign WO3-5 to “SPEED LIMIT XX 
AHEAD”. 
 
Sheet 7 of 8 – Deleted the following signs: MO401; MO4-8; M5-1; 
M5-1R; M6-1 and M6-3. These signs are being replaced by a single 
sheet sign design for detours. See EPG Section 616.2 for details. 
 
Sheet 8 of 8 – Modified name for the “FRESH OIL LOOSE 
GRAVEL” sign to correspond with sheet 6 of 8. 

901.00X Sheet 3 of 4 – Modified detail of circular steel pole foundation by relocating 
dimension line for overall pile length and location of the slotted holes to the bottom of the 
connector plate. Deleted duplicate slotted hole notations and relocated centerline notation 
consistent with the other details. 

 
Sheet 4 of 4 – Modified detail of screw anchor foundation by 
relocating dimension line for overall shaft length and dimension to the 
top of slotted holes to the bottom of the connector plate. Replaced 
“weld Bead” note with “Indicator”. Deleted duplicate slotted hole 
notations and relocated centerline reference to be consistent with the 
other details. Removed the word “Dixie” from helix dimension note. 
Provided indicator of cable entrance opposite of the current indicator 
in the plan view. 

 
901.01AE Sheet 5 of 6 – Modified detail of screw anchor foundation and circular steel pole 
foundation by relocating dimension line for overall shaft length and dimension to the top of 
slotted holes to the bottom of the connector plate. Replaced “weld Bead” note with 
“Indicator”. Deleted duplicate slotted hole notations and relocated centerline reference to be 
consistent with the other details 
 
902.20E - Sheet 2 of 3 – Revised sheet to remove concrete pad around pull box. 

 
Sheet 3 of 3 - Revised sheet to remove concrete pad around drain 



detail. 

 
902.30P Sheet 1 of 2 – Replaced existing Type A base design with the Type A modified 
design. Renamed Type B based Type F base. Reduced steel size in bases to #6 bars. 
Completely revised the post base selection table, the steel and concrete requirements table 
and base embedment in solid rock table. Amended note 2 by removing the reference to Type 
A Modified bases. Added new note number 9. 
 
902.40Q Sheet 1 of 3 – Revised concrete base type shown on signal detail located in upper 
left corner of sheet. Incorporated galvanized screen to Detail A and steel plate and anchor 
base detail. Revised maximum arm length in note 1. Amended note 8 to address sign 
placement. Rewrote note 7 to cover galvanized screen requirements. Revised first general 
note and added a new general note to address installation of signals and on mast arms. 

 
Sheet 2 of 3 – Revised bracket detail for attaching a signal head to a 
mast arm. 
 
Sheet 3 of 3 – Incorporated a typical top view detail. Relocated arm 
length notes to be included on the details. Included one-Section Ped 
Head in place of two-Section OL Head on post loading typical and in 
the table. Changed Type B base to a Type F base on post loading 
typical. Revised sign sizes for item no. 6 and 7 in the table. 

 
902.70P Sheet 2 of 2 – Introduced a screen to be placed between the steel anchor base plate 
and concrete base. Added note to address screen details. 
 
902.80H Sheet 1 of 1 – Incorporated traffic signal sign legend and modified number and 
AWG size of cable notation. 


