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Effective Date: 07/01/2011 
 
Section/Plan No.: 616, 619, 620, 903 
 
Subject: Supplemental Revisions to the Missouri Standard Plans for Highway 
Constructions 
 
Body 
------------------------------------------------------------------------------------------- 
The Supplemental Revisions to the Missouri Standard Plans for Highway Construction, 
effective July 1, 2011 are now available. These revisions will be in effect with the July 2011 bid 
opening. 
 
Questions regarding the Supplemental Revisions to the Missouri Standard Plans for Highway 
Construction should be directed to Sam Niederhelm, Central Office, Engineering Policy Group, 
at 573-526-5645 or myself at 573-751-3813. 
 
REVISIONS: 
 
616.10AN Sheet 1 of 8 – Removed Type III Movable Barricade from Type II portable and 

revised note (5) removing reference to Type III Barricade. 

 
Sheet 2 of 8 – Added sign posts in Advance Warning Rail System details and 

revised note to allow the use of cones on minor routes during 
daylight hours. 

 
Sheet 3 of 8 – Added reference notes for height of post-mounted signs. 
 
Sheet 2 of 8 – Added W020-3a ‘Road Closed’ warning sign. 
 
619.10F Sheet 1 of 1 – Removed ‘Low Shoulder’ details and required ‘Uneven 

Lanes’ signs for any lane differential. 

 
620.10C Sheet 4 of 4 – Added details for signage with possible conditions as 



noted on Std. Plan 619.10F. 

 
903.02AK Sheets 6 of 19 – Revised note to clarify how guide signs are paid. 
 
Sheets 19 of 19 – Revised notes to indicate demountable arrow signs in accordance 
with Std. Plan 903.02 and clarified application of these arrows. 
 
903.03BG Sheet 3 of 11 – Revised notes to allow only one splice 2 inches to 30 inches 

above the ground line. Revised details to allow 180 degree  
assembly of bolts for temporary installation. 

 
Sheet 6 of 11 – Added note requiring bolts at top and bottom of the panels to be 

placed at 12 inches as indicated in the plans. 
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