Design Standards Letter


Letter Number: P-2016-02

Letter Date: 02/19/2016

Effective Date: 04/01/2016

Section/Plan No.: 203.50, 604, 616.10, 732.00

Subject: Revised Supplement to the Standard Plans for Highway Construction

Body

TO: All Central and District Offices

FROM: Llans Taylor

DATE:  Feb. 19, 2016

SUBJECT: Engineering Policy
Standard Plans Letter No. 2, 2016
Supplemental Revisions to Missouri Standard Plans for Highway Construction

The Supplemental Revisions to the Missouri Standard Plans for Highway Construction, effective April 1, 2016 are now available.

Questions regarding the Supplemental Revisions to the Missouri Standard Plans for Highway Construction should be directed to Ivan Schmidt, Central Office, Engineering Policy Group, at 573-751-0269 or myself at 573-751-7412.

REVISIONS:

203.50 (sheet 1 of 2) – Revised Type II Median Opening to include full deceleration length.  Added full deceleration table. Revised Type I & II Median Opening details to include shoulder width dimension. Removed Taper Area quantity from Taper Length table. Deleted shoulder width note. Deleted note for calculating storage area quantities. Moved concrete median strip detail note to sheet 2 of 2.

203.50 (sheet 2 of 2) – Removed edge of pavement structure detail from Section Along Median Opening.  Revised Taper Treatment detail. Added Shoulder Taper Treatment detail. Revised Island Detail. Removed quantity amount from note for  Island will be paid for as Concrete Median Strip. Added concrete median strip detail note from sheet 1 of 2.
604.30 (sheet 1 of 2) –  Corrected revision letter to “G” from “F”.  No other revisions made.
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616.10 (sheet 1 of 9) –  Moved Post Type table to sheet 2 of 9. Deleted the arrow symbol, MPH, and ROAD WORK AHEAD wording off the signs to show the signs as being generic.

616.10 (sheet 2 of 9) –  New sheet. This sheet incorporates Standard Plans 903.03 Sign Mounting Details sheet 3 of 11. Post Type table was moved from sheet 1 of 9 and revised to allow 2 ½” 12 GA. post for signs that are >10 ≤ 16 sq.ft. Added note to allow corner bolts or straight bolts.

616.10 (sheet 3 of 9) –  Sheet renumbered from sheet 2. Warning light notes were changed to “Warning Light (Optional)” from “Optional Type C or Sequential Warning Light”.  Revised fourth paragraph of the General Notes to match Warning Light details.  Added a note that Warning Lights shall be in accordance with Sec 1063.5 to General Notes.

616.10 (sheet 4 of 9) –  Sheet renumbered from sheet 3. Added details examples of proper barricade installations.  Moved Two Lane/Two Way Traffic Delineation Plan for Divided Highway and Tubular Marker details to sheet 5 of 9.

616.10 (sheet 5 of 9) –  Sheet renumbered from sheet 4. Incorporated Two Lane/Two Way Traffic Delineation Plan for Divided Highway and Tubular Marker Details. Deleted Speed Limit and Strobe Light Assembly detail and notes to match new work zone laws.  Flashing Arrow Panel Requirements and Portable Warning Light information moved to the Supplemental Revision to the 2011 Missouri Standard Specification for Highway Construction. Removed the character segments in the CMS panel since the CMS boards can either be full matrix or character matrix.

616.10 (sheet 6 of 9) –  Sheet renumbered from sheet 5.

616.10 (sheet 7 of 9) –  Sheet renumbered from sheet 6.

616.10 (sheet 8 of 9) –  Sheet renumbered from sheet 7.

616.10 (sheet 9 of 9) –  Sheet renumbered from sheet 8.

712.40 (sheet 1 of 1) –  Added details for steel bar dams for angle type expansion devices and for strip seal type expansion devices.

732.00 (sheet 1 of 1) –  Revised dimension to include “Structure Excavation” in the pay item limits to match revision made in Jan. 2013 Ballot to pay for pipes and excavation separately.
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