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Subject: Revised Supplement to the Standard Plans for Highway Construction

Body

TO: All Central and District Offices

FROM: Llans Taylor

DATE:  May 20, 2016

SUBJECT: Engineering Policy
Standard Plans Letter No. 3, 2016
Supplemental Revisions to Missouri Standard Plans for Highway Construction

The Supplemental Revisions to the Missouri Standard Plans for Highway Construction, effective July 1, 2016 are now available.

Questions regarding the Supplemental Revisions to the Missouri Standard Plans for Highway Construction should be directed to Ivan Schmidt, Central Office, Engineering Policy Group, at 573-751-0269 or myself at 573-751-7412.

REVISIONS:

606.00 (sheet 1 of 8) – Corrected dimension to measure from end of beam instead of post in ELEVATION detail. Revised title in section details to include “PLASTIC BLOCKS”. Revised all leader dimensions labeled “TYPE A” or “TYPE B” to “W-BEAM RAIL”.

606.00 (sheet 2 of 8) – Removed plan view detail for “TYPICAL ROAD CLOSURE”. Removed post detail and dimension from center of beam in ELEVATION detail. Added missing note stating that contractor may furnish equivalent steel post that is in accordance with Sec 1040.

606.00 (sheet 3 of 8) – Revised details to allow wood or plastic blocks in SECTION B-B and SECTION C-C details. Revised note (3) to transition guardrail height over 2 W-Beams sections instead of 8 W-Beams.

606.00 (sheet 4 of 8) – Corrected dimension to measure from end of beam instead of post in ELEVATION detail. Added leader dimension to post block to allow wood or plastic blocks in ELEVATION detail. 

606.00 (sheet 5 of 8) – Changed block length to 21 5/8 inches in TYPE E detail. Added option for self-tapping screw in DELINEATORS ON NEW GUARDRAIL detail.

606.00 (sheet 6 of 8) – Changed detail title to “SECTION THROUGH W-BEAM RAIL” from “SECTION THROUGH BEAM”. Change detail title to “W-BEAM RAIL SPLICE AT POST” from “BEAM SPLICE AT POST TYPE A, B AND D GUADRAIL”. Corrected dimension to “4 ¼ inches” from “4 ½ inches” in W-BEAM RAIL SPLICE AT POST detail.
 
606.00 (sheet 7 of 8) – Revised details and notes to add minimum rock embedment.

606.22 (sheet 1 of 6) – Added two new section details in transition section. Added notes to see Sheet 3 for General Notes and to see Sheet 2 for details of block on steel post.

606.22 (sheet 2 of 6) – New sheet showing details of  “STRUCTURAL STEEL TUBING BLOCK DETAIL”, “21 5/8 INCH WOOD BLOCK DETAIL”, 19 INCH WOOD BLOCK DETAIL” AND “14 INCH WOOD BLOCK DETAIL”.

606.22 (sheet 3 of 6) – Removed structural steel block detail from this sheet and moved to Sheet 2. Removed note referencing Standard Plans 606.00 for block details.

606.23 (sheet 1 of 5) – Revised note (3) to transition guardrail height over 2 W-Beams sections instead of 8 W-Beams.

606.30 (sheet 2 of 8) – Removed detail of plate washer between button head and guardrail.

606.30 (sheet 4 of 8) – Changed nomenclature for “Welded Wire Fabric” to “Steel Welded Wire Reinforcement” in CONCRETE FOUNDATION FOR END ANCHORS detail and in SECTION A-A.

606.50 (sheet 1 of 8) – New sheet.  Midwest Guardrail System (MGS) Guardrail.

606.50 (sheet 2 of 8) – New sheet.  Midwest Guardrail System (MGS) Double Faced Guardrail.

606.50 (sheet 3 of 8) – New sheet.  Midwest Guardrail System (MGS) Post and Block.

606.50 (sheet 4 of 8) – New sheet.  Midwest Guardrail System (MGS) Reduced Post Spacing.

606.50 (sheet 5 of 8) – New sheet.  Midwest Guardrail System (MGS) Special Installations.

606.50 (sheet 6 of 8) – New sheet.  Midwest Guardrail System (MGS) 8 FT. Post.

606.50 (sheet 7 of 8) – New Sheet.  Midwest Guardrail System (MGS) Long Span Guardrail.

606.50 (sheet 8 of 8) – New sheet.  Midwest Guardrail System (MGS) Block and Height Transition.

606.60 (sheet 1 of 5) – New sheet.  Midwest Guardrail System (MGS) Vertical Barrier Transitions.

606.60 (sheet 2 of 5) – New sheet.  Midwest Guardrail System (MGS) Vertical Barrier Transitions.

606.60 (sheet 3 of 5) – New sheet.  Midwest Guardrail System (MGS) Vertical Barrier Transitions.

606.60 (sheet 4 of 5) – New sheet.  Midwest Guardrail System (MGS) Vertical Barrier Transitions (Connector Plate Detail).

606.60 (sheet 5 of 5) – New sheet.  Midwest Guardrail System (MGS) Vertical Barrier Transitions (Connector Plate Detail) Single Slope Barrier.

606.70 (sheet 1 of 5) – New sheet.  Midwest Guardrail System (MGS) Thrie Beam Rail on Bridge.

606.70 (sheet 2 of 5) – New sheet.  Midwest Guardrail System (MGS) Thrie Beam Rail on Bridge.

606.70 (sheet 3 of 5) – New sheet.  Midwest Guardrail System (MGS) Thrie Beam Rail on Bridge.

606.70 (sheet 4 of 5) – New sheet.  Midwest Guardrail System (MGS) Thrie Beam Rail on Bridge.

606.70 (sheet 5 of 5) – New sheet.  Midwest Guardrail System (MGS) Thrie Beam Rail on Bridge.

606.80 (sheet 1 of 8) – New sheet.  Midwest Guardrail System (MGS) Terminal Ends Crashworthy.

606.80 (sheet 2 of 8) – New sheet.  Midwest Guardrail System (MGS) Terminal Anchor End.

606.80 (sheet 3 of 8) – New sheet.  Midwest Guardrail System (MGS) Terminal Anchor End.

606.80 (sheet 4 of 8) – New sheet.  Midwest Guardrail System (MGS) Terminal Anchor End.

606.80 (sheet 5 of 8) – New sheet.  Midwest Guardrail System (MGS) Terminal  End Embedded and Rock Face (V-Ditch Steeper than 10:1, 4:1 Max. Foreslope).

606.80 (sheet 6 of 8) – New sheet.  Midwest Guardrail System (MGS) Embedded Terminal Ends (Flat Ditch).

606.80 (sheet 7 of 8) – New sheet.  Midwest Guardrail System (MGS) Embedded Anchor Terminal Ends (Steel Post Option).

606.80 (sheet 8 of 8) – New sheet.  Midwest Guardrail System (MGS) Embedded Terminal Ends General Details.

607.20 (sheet 1 of 2) – Revised Sec reference in 5th paragraph.

609.15 (sheet 1 of 1) – Changed nomenclature for “Welded Wire Fabric” to “Steel Welded Wire Reinforcement” in SECTION THROUGH DITCH, SECTION A-A and in General Notes.

609.40 (sheet 1 of 3) – Adjusted drain basin location in PLAN detail. Removed 25:1 shoulder paving taper in PLAN detail. Adjusted side slope break point to 3’-9” from 3’-5” in SECTION A-A detail. Added Standard Plan reference to new MGS guardrail.

609.40 (sheet 2 of 3) –Adjusted side slope break point to 3’-9” from 3’-5” in SECTION C-C and SECTION D-D details.

609.40 (sheet 3 of 3) – Removed 25:1 shoulder paving taper in PLAN detail. Adjusted side slope break point to 3’-9” from 3’-5” in SECTION A-A detail. Added Standard Plan reference to new MGS guardrail.

616.10 (sheet 2 of 9) – Added note at the engineer discretion to mark the sign post stubs with fluorescent paint.

620.00 (sheet 5 of 5) – Removed no passing line and edge line from SYMBOL DETAIL so to represent complete unit for pay item.  Revised triangle size and layout in WHITE YIELD LINE TRIANGLES detail.  Added new detail for midblock crosswalk in PEDESTRIAN CROSSWALKS detail.

731.00 (sheet 2 of 2) – Changed nomenclature for “Welded Wire Fabric” to “Steel Welded Wire Reinforcement” in SECTION C-C detail.

731.10 (sheet 1 of 8) – Changed nomenclature for “Welded Wire Fabric” to “Steel Welded Wire Reinforcement” in SECTION C-C detail.

731.10 (sheet 4 of 8) – Changed nomenclature for “Welded Wire Fabric” to “Steel Welded Wire Reinforcement” in General Notes.

731.10 (sheet 5 of 8) – Changed nomenclature for “Welded Wire Fabric” to “Steel Welded Wire Reinforcement” in SECTION O-O detail.

903.03 (sheet 3 of 11) – Added note at the engineer discretion to mark the sign post stubs with fluorescent paint.
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