
Design Standards Letter 

 
Letter Number: S-2005-01 
 
Letter Date: 10/14/2005 
 
Effective Date: 11/01/2005 
 
Section/Plan No.: See Below 
 
Subject: Revised Supplement to the Standard Specifications 
 
Body 
------------------------------------------------------------------------------------------- 
The Supplemental Specifications to the 2004 Missouri Standard Specifications for Highway 
Construction, effective November 1, 2005 are now available.  
 
Questions concerning the Supplemental Revisions to the Standard Specifications should be 
directed to Sarah Kleinschmit, Central Office, Engineering Policy Group, at 573-526-2919 
or to me at 573-751-3813.  
 

 

 

NOTE EXPLANATION 
1 The following revisions are effective with the November 2005 bid 

opening.

SECTION DESCRIPTION OF ERRATA CORRECTIONS 
216.50.2.2 Page 149 – the section reference should read “Sec 1081”
216.60.2.4 Page 150 – the section reference should read “Sec 1081”

403.13 Page 191 – the metric equivalents should read “2 inches (50 mm) for 
SP190, and 3 inches (75 mm) for SP250.”

625.20.2.1 Page 396 – the density requirement should read “3 pcf (48 kg/m3)”
901.3 Page 536 – the section reference for Galvanized Coating… should 

read “Sec 1080.”

SECTION DESCRIPTION OF SPECIFICATION REVISIONS 
109.7.2 Amends contractor voucher submission requirements.

202.40.1.1 New section providing policy on the proper notifications for 
demolition projects.

206.5.2 Modifies the policy on the measurement of Class 3 Excavation.
206.5.3 Renumbers the subsection regarding Class 4 Excavation.



206.5.4 & 
206.5.5 

Renumbers Sec 206.5.3 to Sec 206.5.4 and Sec 206.5.4 to Sec 
206.5.5.

216.10.2 Adds demolition notification requirements.
401.2.1 Changes the section reference for course aggregate.
401.2.2 Provides policy on Recycled Asphalt Pavement.
401.3 Further clarifies policy on Recycled Asphalt Pavement.
402.2 Changes the section reference for course aggregate.

402.2.3 Provides policy on Recycled Asphalt Pavement.
403.2.6 Adds policy on Recycled Asphalt Pavement.
403.5.1 Further clarifies policy on Recycled Asphalt Pavement.
403.19.3 Incorporates Recycled Asphalt Pavement requirements into table.

403.19.3.1.1 Further clarifies policy for Recycled Asphalt Pavement.
413.10.2.5 Removes policy regarding prequalification list for microsurfacing.
413.10.5.2 Adds further policy on pavement marking removal prior to 

microsurfacing.
413.30.2.3 Changes temperature range.

501.3 – 501.3.6 Changes policy to allow other than traditional course aggregate for 
optimized PCCP and PCCM mixes. 

502.5.2 Revises policy regarding joint spacing on transverse construction 
joints.

502.5.3 Revises policy regarding sawing construction joints.
502.5.4 Revises policy regarding the sealing of sawed construction joints.
502.10.1 Clarifies small quantity lot size.

502.11.3.1, & 
502.11.3.2 

Controls further defined for aggregate, slump, and air content.

502.11.4.1 Further defines when corrective action is needed regarding aggregate 
gradation.

502.15.4 Clarifies what is included in the contract unit price for Portland 
cement concrete base and pavement.

502.15.8 & 
502.15.9 

Provides policy on small concrete quantities.

506.20.3.3.1 Changes policy regarding where tie bars required.
606.10.2.3.1 – 
606.10.2.3.2.3 

Streamlines guardrail delineator material and construction 
requirements.

606.10.4 Revises policy on how delineators on guardrail will be paid for.
606.50.2.5 Provides correct section reference on delineator spacing and colors.
606.50.4 Revises policy on how delineators on three-strand guard cable will be 



 

paid for.
607.10.3.5 New section providing additional policy on the construction of chain 

link fence.
613.2, 613.10.1 
& 613.10.2.2 

Eliminates full depth pavement repair classes, and changes the 
requirements on dowel bars and steel wire fabric.

617.30.2, 
617.30.3.1 – 
617.30.3.2.1 

Streamlines concrete traffic barrier delineator material and 
construction requirements.

620.2.1.8 New section pertaining to fog sealing and pavement marking on 
rumble strips.

620.50.2 Incorporates High Build Acrylic Waterborne pavement marking paint.
620.50.3.4.3 Changes the minimum wet thickness that paint can be applied.

620.50.4 Includes 12-inch wide pavement marking paint.
626 Entire section revised to apply to all rumble strips.

701.4.7.1 Revises the policy on drilled shaft completion timing.
702.4.11 Removes policy on cast in place concrete pile shells.
706.3.1 Revises policy on securing apparatuses used for reinforcing steel.
1004.2 – 
1004.2.3 

Incorporates policy regarding properties for aggregate used in 
asphaltic concrete.

1005.2.1.3 – 
1005.2.1.4 

Incorporates policy regarding properties for aggregate used in 
concrete.

1019.2.1 Provides additional guidance regarding cement contents.
1019.2.3 Removes slag cement and Type IP restrictions.
1044.3 Incorporating new policy on channel post delineators.

1048.110 Renames section.
1048.110.2.2 Changes the required acrylic emulsion polymer.
1048.110.3.3 Clarifies and incorporates required laboratory dry times.

1065 Entire section revised to pertain to all delineators.

SECTION DESCRIPTION OF DELETED SPECIFICATIONS 
206.5.2.1 Removed due to combining of subsections.
401.3.1 & 

401.3.2 
Incorporated into Section 401.3.

402.3.3 Incorporated into Section 402.2.3.
413.10.2.5.1, 

413.10.2.5.2, & 
413.10.2.5.3 

Obsolete because MoDOT no longer maintains a prequalified list for 
microsurfacing.



 

606.10.2.3.3 & 
606.10.2.3.4 

Removed due to combining of other subsections.

1044.3.1 – 
1044.3.4.4 

Removes obsolete policy on flexible delineator posts.


