Design Standards Letter


Letter Number: S-2015-03

Letter Date: 09/08/2015

Effective Date: 10/01/2015

Section/Plan No.: 106, 216, 403, 404, 610, 617, 627, 703, 720, 902, 1064

Subject: Revised Supplement to the Standard Specifications

Body

TO: All Central Office and District Offices

FROM: Llans Taylor

DATE: September 8, 2015

SUBJECT: Engineering Policy
Standard Specifications Letter No. 3, 2015
Revisions Supplement to the Standard Specifications

The Supplemental Revisions to the 2011 Missouri Standard Specifications for Highway Construction, effective October 1, 2015 are now available. 

Questions regarding the Supplemental Revisions to the Missouri Standard Specification should be directed to Ivan Schmidt, Central Office, Engineering Policy Group, at 573-751-0269 or myself at 573-751-7412.

MINOR REVISIONS:

Sec 216

Sec 216.50.2.2  Revised to include the removal of stratified rust.

Sec 627

Sec 627.3 Removed requirements to be in accordance with Sec 105.8.2.

Sec 703

Sec 703.3.4.3 Added to clarify that geotextile is required for cast-in-place and precast boxes. 


MAJOR REVISIONS:

Sec 106

Sec 106.13.1 Added to allow the engineer to witness contractor QC testing at any time.

Sec 403

Sec 403.19.3 Added “Ground shingles” to the test and pay factor table.

Sec 404

Sec 404.4.3 Added requirement that the total daily asphalt binder quantity shall be provided to the engineer. Removed requirement that daily mineral filler and hydrated lime quantity to be provided.

Sec 404.4.4 Added requirement that daily mineral filler and hydrated lime quantity to be provided to the engineer.

Sec 610

Sec 610.4.7.1 Added requirement that TM-59 to be done prior to surface work and pavement repairs.

Sec 617

Sec 617.20.2 Revised to state that all temporary traffic barrier material to be in accordance with Sec 1064.2.2.1.

Sec 617.20.4.3 Revised that equipment or material shall be stored a minimum of 3 feet away from temporary concrete traffic barrier.

Sec 617.20.4.4 Revised to state that two-loop style type F barrier shall not be anchored.

Sec 720

Sec 720.4.2.2 Revised the maximum distance between construction joints from 30 feet to 20 feet when coping or capstones are used.  Added requirement that joints for coping or capstone to align with the vertical joints in the MSE wall face.

[bookmark: _GoBack]Sec 720.4.8.1 Revised requirements for wall system joint gap tolerances.

Sec 902

Sec 902.16.1 Added requirements that all conduits shall contain a bare or green-jacketed tracer wire and renumbered subsequent sections accordingly.

Sec 902.16.3 Added “and High-Density Polyethylene” to title. Removed requirement to replace No. 6 AWG with a No. 14 AWG for PVC containing only fiber optic cable.

Sec 902.25.3 Added “No direct payment will be made for tracer or ground wires.”

Sec 1064

Sec 1064.2.2.1 Added “Connection Rod, Asphalt Pin, Thrie Beam and Thrie Beam Bolt to material list table.
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