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Revisions Supplement to the Standard Specifications

The Supplemental Revisions to the 2011 Missouri Standard Specifications for Highway Construction, effective January 1, 2016 are now available. 

Questions regarding the Supplemental Revisions to the Missouri Standard Specification should be directed to Ivan Schmidt, Central Office, Engineering Policy Group, at 573-751-0269 or myself at 573-751-7412.

MINOR REVISIONS:

Sec 109

Sec 109.8  Added “is required if retainage was held” to the written consent of the surety to such payment.

Sec 501

Sec 501.2.2 Added “obtained as specified in Sec 502.11.2.1.5” to the QC split sample collection.



MAJOR REVISIONS:

Sec 403

Sec 403.19.3 Revised testing frequency on lot sizes. 

Sec 622

Sec 622.40.3.2.1 Revised to remove the 21 days after being placed requirement.

Sec 1032

Sec 1032.3.1 Added “Acceptance Criteria.” title. 

Sec 1032.3.2 Added “Certification.” title. 

Sec 1032.3.3 Added “Standard Reinforcement.” title and revised specifically that rebar or cold drawn steel wire to be in accordance with Sec 1026 for Class II pipe or higher classes of pipe.

Sec 1032.3.4 Added to state that steel fibers may be used in lieu of standard reinforcement.

Sec 1032.3.4.1 Added design specification for the amount of steel fibers to be determined through proof of design testing and to be provided to the engineer upon request.

Sec 1032.3.4.2 Added testing frequency to be performed every three years or when the type of steel fiber is changed for mix verification. 

Sec 1032.3.4.3 Added to state all protruding steel fibers shall be removed prior to shipping.
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