SLURRY AND RESIDUE PRODUCED DURING SURFACE TREATMENT OF PCCP AND BRIDGE DECKS JSP-06-05
1.1  Description.  This work covers the requirements for controlling residue or slurry produced by milling, grinding, planing, grooving or other methods of surface treatments on new or existing PCCP and bridge decks in addition to Section 622.

2.0  Construction Requirements.  The following shall be considered the minimum requirements for performing this work within the project limits.

2.1  The contractor shall submit to the Engineer for approval in writing prior to the pre-construction meeting, the best management practices (BMP’s) to be used to protect the environment, including the method of disposal of the residue whether on right of way or off-site.

2.2  Prior to starting work, slurry or residue “no discharge zones” will be identified by the Engineer with respect to the contractor’s approved BMP and residue disposal plan.

2.3  Operations may be suspended by the Engineer during periods of rainfall or during freezing temperatures.

2.4  When slurry is dispersed on the right of way, BMP’s shall be installed to keep slurry residue from entering drainage structures, from entering any waterways and from leaving the right of way.

3.0  Basis of Payment.  No direct payment for slurry or residue control requirements for BMP’s will be made.  Compliance with this specification along with the cost of all materials, labor and equipment necessary for the surface treatment work shall be included in and completely covered by the unit price bid for each of the items of work for surface treatment included in contract. 

