SHORT-TERM RUMBLE STRIPS JSP-13-05A
1.0  Description.  The work shall include furnishing, installing, maintaining, removing, and relocating short-term rumble strips, as shown in the plans, or as designated by the engineer.

2.0  Material.

2.1  The short-term rumble strips shall be fabricated from a polymer material and shall be black, orange or white in color.

2.2  The short-term rumble strip shall be 10-12 feet in length, but may consist of multiple smaller interconnect pieces to produce the required length of 10-12 feet in length.  
2.3  The short-term rumble strips shall be flexible, so the strip can be rolled lengthwise in a circular pattern.  The short term-rumble strips shall not curl or deform across the width of the strip, maintaining its rigidity.
3.0 Certification.  Certification shall be provided which shows the short-term rumble strips have passed Texas Department of Transportation’s evaluation process and is thereby listed on Texas Department of Transportation’s Compliant Work Zone Traffic Control Devices List.
4.0  Construction.
4.1  Short-term rumble strips layout and spacing shall be in accordance with the plans or upon approval of the engineer.  The short-term rumble strips shall be installed and removed in accordance with manufacturer’s recommendation.  
4.2  Short-term rumble strips shall not be placed on roadways when there are no workers present to monitor the rumble strips for possible shifting.

5.0  Method of Measurement.  Measurement of short-term rumble strips will be based per each 10–12 feet long strip.  
6.0  Basis of Payment.  The short-term rumble strips unit bid price shall include the cost of all labor, equipment and materials to install, maintain, remove and relocate the rumble strips as show on the plans or as directed by the engineer.  

