MGS REQUIREMENTS NJSP-16-05B
1.0  Description.  This work shall consist of installing non-proprietary strong-post W-beam guardrail meeting the requirements of the Midwest Guardrail System (MGS) as shown in the plans.  All MGS items shall be in accordance with Sec 606 and Sec 1040 except as revised by this specification.
2.0  Materials.  All materials used for MGS related guardrail items shall be in compliance with the details shown on the plans.
3.0  Construction Requirements.  
3.1  The contractor shall install MGS items at the locations shown on the plans.  The contractor shall follow the details shown on the special sheets when installing the MGS items.  All new MGS W-beam rails shall be installed so that the top of the rail is located 31 inches above the ground level.  
3.2 For MGS systems attaching to existing guardrail, the contractor shall transition the height from the existing guardrail to 31 inches outside the limits of the end terminal.  
3.3  Delineators shall be placed on MGS guardrail in accordance with Sec 606.10.
4.0  Method of Measurement.  MGS guardrail will be measured to the nearest linear foot of guardrail installed and accepted by the engineer.  Measurement for MGS end anchors and bridge approach transitions will be made at the contract unit price per each, complete in place, at each location installed and accepted by the engineer.  

5.0  Basis of Payment.  All costs incurred by the contractor by reason of compliance to satisfy the above requirements shall be considered incidental to and completely covered by the contract unit prices for the following bid items:

Bid Item No.
Description
Units
202-20.10

Removal of Improvements
Lump Sum

606-99.02

MGS End Anchor 
Each
606-99.02

MGS Bridge Approach Transition (Major Route)
Each
606-99.02

MGS Bridge Approach Transition (Minor Route)
Each

606-99.02

MGS Block and Height Transition
Each
606-99.02

MGS Vertical Concrete Barrier Transition 
Each

606-99.03

MGS Guardrail 6Ft. post -6Ft.-3In. Post Spacing
Lin. Ft.

606-99.03

MGS Guardrail – 8 Ft. Post -6Ft.-3In. Post Spacing
Lin. Ft. 
606-99.03

MGS Guardrail 6Ft. post -3Ft.-1 ½ In. Post Spacing
Lin. Ft.

606-99.03

MGS Guardrail 6Ft. post -1Ft.-6 ¾ In. Post Spacing
Lin. Ft.

