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1.0 Description.  Flagging operations shall be in accordance with the Manual on Uniform Traffic Control Devices (MUTCD) Chapter 6, Section 107 and 616 in Missouri Standard Specifications for Highway Construction, Missouri Standard Plans for Highway Construction, temporary traffic control plans, and as described herein.  

2.0 Procedures for Flagging Short, Intermediate, or Long-Term Stationary Operations.  This procedure includes the use of three traffic cones or other channelizing devices.  

2.1  Step 1.  The flagger shall place three cones across the lane of traffic to be stopped, from centerline to shoulder.  When no vehicles are present, the flagger should remain on the shoulder with the stop paddle visible.

2.2  Step 2.  When traffic has stopped, the flagger shall move towards the centerline of the roadway, keeping the stop paddle visible, and keeping a visual contact with the stopped drivers. Once the flagger has confirmed that opposing traffic is clear, the flagger shall prepare to release the stopped traffic.  

2.3  Step 3a.  If the vehicles are to travel in the current lane, the flagger shall remove the center cone from the center of the lane.  

2.4  Step 3b.  If the vehicles are to travel in the opposite lane, the three cones shall remain across the closed lane.     

2.5  Step 4.  If opening the lane (Step 3a above) the flagger shall walk back to the shoulder with the cone, turn the stop paddle to slow, and then release traffic using a hand signal to direct vehicles between the two remaining cones.  If releasing traffic to the other lane (Step 3b above) the flagger shall remain near the centerline of the roadway, turn the stop paddle to slow, and use a hand signal to direct the traffic around the cones into the open lane.

2.6  Once all traffic has cleared, the flagger shall return the slow paddle to stop.  The flagger shall replace the cone to the center of the lane or leave the cones across the lane.  The flagger then returns to the shoulder and repeats the steps.  

2.7  If the roadway width is less than 12 feet, the number of cones may be reduced to two or one, or other channelizing devices may be used.

3.0  Basis of Payment.  No direct payment will be made for any cost associated with this provision. 

Pictorial Representation of Steps for Flagging Procedure for Two-Lane Roadways (3-2-1 Cone Procedure)


[image: ]


image1.jpeg
STEP 3 STEP4




