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1.0  Description.  This provision provides the contractor with the option to either complete all Permanent Pavement Marking Paint (PPMP) prior to the time limits specified herein or to apply Temporary Pavement Marking Paint (TPMP) in accordance with Sec 620.10.2 (4 in. width) in all locations shown on the plans as PPMP and delay application of the PPMP until the spring of 2022, as allowed herein.  PPMP is defined as Standard Waterborne Paint and High Build Waterborne Paint and does not include Sec 620.20.3 Durable Pavement Markings.

1.1  No application of PPMP shall occur between October 1, 2021 and March 1, 2022, both dates inclusive, except as stated herein.  When the contractor has begun application of PPMP prior to October 1, 2021, and weather limitations stated in Sec 620.20.2.4 can be met, the contractor may complete the PPMP within the first seven (7) calendar days of October.  If all (100%) of the PPMP is not completed on or before October 7, 2021, all previously applied PPMP, including any painted markings applied prior to October 1, shall be considered TPMP, and the contractor shall complete the remaining marking with TPMP, and then re-apply PPMP in all planned locations after March 1, 2022.  All PPMP shall be completed prior to June 1, 2022.  No additional payment will be made for PPMP that is later determined to be TPMP due to the contractor’s failure to complete the PPMP within the time specified.

1.2  Use of TPMP Prior to October 1.  The contractor has the option to apply TPMP in lieu of PPMP prior to October 1, 2021, even when there is sufficient time to complete the PPMP prior to October 1, 2021.   For example, the contractor may choose to use TPMP as a base coat for the PPMP on open-graded surfaces in order to achieve higher retroreflectivity readings on the surface coat as compared to a single application. 

1.2.1  The contractor has the option of using TPMP in lieu of Temporary Raised Pavement Markers if applied each day that existing markings are obliterated.  

2.0  Construction Requirements.  TPMP shall be accurately placed in the final planned location and shall be completely covered by the final application of PPMP.  Any failure to comply with this requirement shall be corrected by removal of the misplaced pavement markings at the contractor’s expense and without marring of the pavement surface.

2.1  Prior to application of the PPMP on TPMP, TPMP shall be fully cured in accordance with the manufacturer’s recommendation, or for a period of 12 hours, whichever is greater.

3.0  Weather Limitations.  All weather limitations specified in Sec 620 for PPMP and TPMP shall apply.  Cold Weather Pavement Marking Paint, in accordance with Sec 620.10.6, shall be used for TPMP when specified weather limitations do not allow the use of waterborne paint.  No additional payment will be made for the use of Cold Weather Pavement Marking Paint as TPMP.  Cold Weather Pavement Marking Paint is not an allowable substitute for PPMP and shall subsequently be covered with PPMP.

4.0  Time Exception.  If application of PPMP is to be delayed to the spring of 2022, the contractor shall submit a request to the engineer for a time exception and shall provide a revised work schedule that shows the planned completion of the PPMP.
 
4.1  Upon receipt of the time exception request in Section 4.0, the engineer will list “Application of Permanent Pavement Marking Paint” as an exception on the Semi-Final Inspection form, thus granting an exception to the count of contract time thru June 1, 2022, solely for the purpose of delaying application of PPMP.  This time exception shall not apply to any time needed to complete any other work items.  Liquidated Damages, as specified elsewhere in this contract, shall remain in effect for all other work items not completed by the contract time limits, as specified elsewhere in this contract, and for PPMP not completed by June1, 2022.

5.0  Method of Measurement. No final measurement will be made for TPMP.

6.0  Basis of Payment.  Full payment for TPMP will be made at the contract lump sum price even when PPMP is completed prior to the time limitation and TPMP is not used or only partially used.

6.2  If a $0 bid is entered for TPMP, no payment will be made should TPMP become necessary.

DRAFTER’S NOTES:
Insert this JSP and pay item into all overlay projects that have more than five (5) centerline miles of pavement that requires High Build Waterborne paint and that have a contract completion date of November 1 or later.  For contracts with multiple jobs, insert the JSP and pay item for each job that meets the criteria. 
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